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NOTICE: This report is required by 49 CFR Part 195.  Failure to report can result in a civil penalty not to 
exceed $100,000 for each violation for each day that such violation persists except that the maximum civil 
penalty shall not exceed $1,000,000 as provided in 49 USC 60122.

OMB NO: 2137-0047
EXPIRATION DATE: 12/31/2016

 U.S Department of Transportation  
Pipeline and Hazardous  Materials Safety Administration

Original Report 
Date:

06/17/2015

No. 20150224 - 21010
--------------------------

(DOT Use Only)

ACCIDENT REPORT - HAZARDOUS LIQUID  
PIPELINE SYSTEMS

A federal agency may not conduct or sponsor, and a person is not required to respond to, nor shall a person be subject to a penalty for failure to comply 
with a collection of information subject to the requirements of the Paperwork Reduction Act unless that collection of information displays a current valid 
OMB Control Number.  The OMB Control Number for this information collection is 2137-0047.  All responses to the collection of information are mandatory.
Send comments regarding this burden or any other aspect of this collection of information, including suggestions for reducing the burden to: Information 
Collection Clearance Officer, PHMSA, Office of Pipeline Safety (PHP-30) 1200 New Jersey Avenue, SE, Washington, D.C. 20590.

INSTRUCTIONS

Important:  Please read the separate instructions for completing this form before you begin.  They clarify the information requested and provide specific 
examples.  If you do not have a copy of the instructions, you can obtain one from the PHMSA Pipeline Safety Community Web Page at 
http://www.phmsa.dot.gov/pipeline/library/forms.

PART A - KEY REPORT INFORMATION

Report Type: (select all that apply)
Original: Supplemental: Final:

Yes
Last Revision Date: 12/23/2015
1.  Operator's OPS-issued Operator Identification Number (OPID): 300
2.  Name of Operator PLAINS PIPELINE, L.P.
3.  Address of Operator:

3a. Street Address 333 CLAY STREET, SUITE 1600  
3b. City HOUSTON
3c.  State Texas
3d.  Zip Code 77002

4.  Local time (24-hr clock) and date of the Accident: 05/19/2015 10:57
5.  Location of Accident:

Latitude: 34.462434
Longitude:  -120.086714

6.  National Response Center Report Number (if applicable): 1116972
7.  Local time (24-hr clock) and date of initial telephonic report to the 
National Response Center (if applicable): 05/19/2015 14:56

8.   Commodity released: (select only one, based on predominant 
volume released) Crude Oil 

- Specify Commodity Subtype:
- If "Other" Subtype, Describe:

- If  Biofuel/Alternative Fuel and Commodity Subtype is 
Ethanol Blend, then % Ethanol Blend:

- If  Biofuel/Alternative Fuel and Commodity Subtype is 
Biodiesel, then Biodiesel Blend e.g. B2, B20, B100

9. Estimated volume of commodity released unintentionally (Barrels):        2,934.00
10.  Estimated volume of intentional and/or controlled release/blowdown 
(Barrels): 
11.  Estimated volume of commodity recovered (Barrels):        1,100.00
12.  Were there fatalities? No
- If Yes, specify the number in each category:

12a.  Operator employees 
12b.  Contractor employees working for the Operator
12c.  Non-Operator emergency responders
12d.  Workers working on the right-of-way, but NOT 
         associated with this Operator
12e.  General public 
12f.  Total fatalities (sum of above) 

13.  Were there injuries requiring inpatient hospitalization?  No
- If Yes, specify the number in each category:

13a.  Operator employees
13b.  Contractor employees working for the Operator
13c.  Non-Operator emergency responders
13d.  Workers working on the  right-of-way, but NOT 
         associated with this Operator
13e.  General public 

http://www.phmsa.dot.gov/pipeline/library/forms
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13f.  Total injuries (sum of above)
14.  Was the pipeline/facility shut down due to the Accident? Yes

- If No, Explain:
- If Yes, complete Questions 14a and 14b: (use local time, 24-hr clock)

14a. Local time and date of shutdown: 05/19/2015 11:30
14b. Local time pipeline/facility restarted:
  - Still shut down? (* Supplemental Report Required) Yes

15.  Did the commodity ignite? No
16.  Did the commodity explode? No
17.  Number of general public evacuated:        1
18.  Time sequence  (use  local time, 24-hour clock):

18a.  Local time Operator identified Accident -  effective 7- 2014 
changed to "Local time Operator identified failure":

05/19/2015 13:27

18b.  Local time Operator resources arrived on site: 05/19/2015 13:27

PART B - ADDITIONAL LOCATION INFORMATION

1.  Was the origin of the Accident onshore? Yes
If Yes, Complete Questions (2-12)
If No, Complete Questions (13-15)

- If Onshore:
2.  State: California
3.  Zip Code: 93117
4. City Goleta
5. County or Parish Santa Barbara
6. Operator-designated location:  Milepost/Valve Station

Specify:                4
7.  Pipeline/Facility name: Las Flores to Gaviota 24"
8.  Segment name/ID: Line 901
9.  Was Accident on Federal land, other than the Outer Continental Shelf
(OCS)? No

10.  Location of Accident: Pipeline Right-of-way
11. Area of Accident (as found): Underground

Specify:                Under soil
                - If Other, Describe:

Depth-of-Cover (in):           56
12. Did Accident occur in a crossing? No
- If Yes, specify type below:

- If Bridge crossing – 
Cased/ Uncased:

- If Railroad crossing –
Cased/ Uncased/ Bored/drilled

- If Road crossing –
Cased/ Uncased/ Bored/drilled

- If Water crossing –
Cased/ Uncased

 - Name of body of water, if commonly known:
 - Approx. water depth (ft) at the point of the Accident:

 - Select:
- If Offshore:
13. Approximate water depth (ft) at the point of the Accident:
14. Origin of Accident:

- In State waters - Specify: 
       - State:
       - Area:
       - Block/Tract #:
       - Nearest County/Parish:

- On the Outer Continental Shelf (OCS) - Specify:
       - Area:
       - Block #:  

15.  Area of Accident: 

PART C - ADDITIONAL FACILITY INFORMATION

1.  Is the pipeline or facility: Interstate
2.  Part of system involved in Accident: Onshore Pipeline, Including Valve Sites

- If Onshore Breakout Tank or Storage Vessel, Including Attached 
Appurtenances, specify:

3. Item involved in Accident: Pipe
- If Pipe, specify: Pipe Body

3a.  Nominal diameter of pipe (in): 24
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3b.  Wall thickness (in): .344
3c.  SMYS (Specified Minimum Yield Strength) of pipe (psi): 65,000
3d.  Pipe specification: X-65
3e.  Pipe Seam , specify: Longitudinal ERW - High Frequency

                              - If Other, Describe:
3f.   Pipe manufacturer: Nippon Steel
3g. Year of manufacture: 1986

                 3h.  Pipeline coating type at point of Accident, specify: Coal Tar
               - If Other, Describe:

-  If Weld, including heat-affected zone, specify.  If Pipe Girth Weld,
3a through 3h above are required:

               - If Other, Describe:
- If Valve, specify:

- If Mainline, specify:
                - If Other, Describe:

3i. Manufactured by: 
3j. Year of manufacture:  

- If Tank/Vessel, specify:
                - If Other - Describe:

- If Other, describe:
4.  Year item involved in Accident was installed: 1990
5.  Material involved in Accident: Carbon Steel

- If Material other than Carbon Steel, specify:
6.  Type of Accident Involved: Leak

- If Mechanical Puncture – Specify Approx. size:
in. (axial) by

in. (circumferential)  
- If Leak - Select Type: Other

- If Other, Describe: Narrow slit opening.
- If Rupture - Select Orientation:

- If Other, Describe: 
Approx. size: in. (widest opening) by

 in. (length circumferentially or axially)
- If Other – Describe:                                                       

PART D - ADDITIONAL CONSEQUENCE INFORMATION 

1.   Wildlife impact: Yes
1a. If Yes, specify all that apply:

- Fish/aquatic      Yes
- Birds       Yes
- Terrestrial         Yes

2. Soil contamination: Yes
3. Long term impact assessment performed or planned: Yes
4. Anticipated remediation: Yes

4a. If Yes, specify all that apply:
- Surface water Yes
- Groundwater      
- Soil      Yes 
- Vegetation      Yes
- Wildlife Yes

5. Water contamination: Yes
5a. If Yes, specify all that apply:

- Ocean/Seawater      Yes
- Surface                    Yes
- Groundwater            
- Drinking water: (Select one or both)

-  Private Well
-  Public Water Intake

5b. Estimated amount released in or reaching water (Barrels):          500.00
5c.  Name of body of water, if commonly known:  Pacific Ocean.

6.  At the location of this Accident, had the pipeline segment or facility 
been identified as one that "could affect" a High Consequence Area 
(HCA) as determined in the Operator's Integrity Management Program?

Yes

7. Did the released commodity reach or occur in one or more High 
Consequence Area (HCA)? Yes

7a.  If Yes, specify HCA type(s): (Select all that apply)
- Commercially Navigable Waterway: Yes

Was this HCA identified in the "could affect" 
determination for this Accident site in the Operator's Yes
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Integrity Management Program?
- High Population Area:

Was this HCA identified in the "could affect" 
determination for this Accident site in the Operator's 
Integrity Management Program?

- Other Populated Area 
Was this HCA identified in the "could affect" determination 
for this Accident site in the Operator's Integrity 
Management Program?

- Unusually Sensitive Area (USA) - Drinking Water
Was this HCA identified in the "could affect" determination 
for this Accident site in the Operator's Integrity 
Management Program?

- Unusually Sensitive Area (USA) - Ecological Yes
Was this HCA identified in the "could affect" determination 
for this Accident site in the Operator's Integrity 
Management Program?

Yes

8.  Estimated  cost to Operator – effective 12-2012, changed to "Estimated  Property Damage": 
8a.  Estimated cost of public and non-Operator private property 
damage  paid/reimbursed by the Operator – effective 12-2012, 
"paid/reimbursed by the Operator" removed

$            0

8b.  Estimated cost of commodity lost $      144,000
8c.  Estimated cost of Operator's property damage & repairs $    9,868,173
8d.  Estimated cost of Operator's emergency response $   90,701,042
8e.  Estimated cost of Operator's environmental remediation $   22,421,933
8f.   Estimated other costs            $   19,796,736

                        Describe: Goverment Agency Costs and Media Relations.
8g.    Estimated total costs (sum of above) – effective 12-2012, 
changed to "Total estimated property damage (sum of above)"

$  142,931,884

PART E - ADDITIONAL OPERATING INFORMATION

1.  Estimated pressure at the point and time of the Accident (psig):          750.00
2.  Maximum Operating Pressure (MOP) at the point and time of the 
Accident (psig):        1,056.00

3.  Describe the pressure on the system or facility relating to the 
Accident (psig): Pressure did not exceed MOP

4.  Not including pressure reductions required by PHMSA regulations 
(such as for repairs and pipe movement), was the system or facility 
relating to the Accident operating under an established pressure 
restriction with pressure limits below those normally allowed by the 
MOP?

No

- If Yes, Complete 4.a and 4.b below:
4a.   Did the pressure exceed this established pressure 
restriction?
4b.   Was this pressure restriction mandated by PHMSA or the
State?                

5.   Was "Onshore Pipeline, Including Valve Sites" OR "Offshore 
Pipeline, Including Riser and Riser Bend" selected in PART C, Question 
2?

Yes

- If Yes - (Complete 5a. – 5f below)  effective 12-2012, changed to "(Complete 5.a – 5.e below)"
5a. Type of upstream valve used to initially isolate release 
source:         Remotely Controlled

5b. Type of downstream valve used to initially isolate release 
source: Check Valve

5c. Length of segment isolated between valves (ft):   56,752
5d. Is the pipeline configured to accommodate internal 
inspection tools? Yes

- If No, Which physical features limit tool accommodation? (select all that apply)
-  Changes in line pipe diameter
-  Presence of unsuitable mainline valves
-  Tight or mitered pipe bends
-  Other passage restrictions (i.e. unbarred tee's, 
projecting instrumentation, etc.)
-  Extra thick pipe wall (applicable only for magnetic 
flux leakage internal inspection tools)
- Other  -

- If Other, Describe:
5e. For this pipeline, are there operational factors which 
significantly complicate the execution of an internal inspection tool 
run?     

No

- If Yes, Which operational factors complicate execution? (select all that apply)     
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-  Excessive debris or scale, wax, or other wall buildup
-  Low operating pressure(s)
-  Low flow or absence of flow
-  Incompatible commodity 
-  Other -

- If Other, Describe:
5f.  Function of pipeline system:   > 20% SMYS Regulated Trunkline/Transmission

6.  Was a Supervisory Control and Data Acquisition (SCADA)-based 
system in place on the pipeline or facility involved in the Accident?

Yes

If Yes -
6a. Was it operating at the time of the Accident? Yes
6b. Was it fully functional at the time of the Accident? Yes
6c. Did SCADA-based information (such as alarm(s), 
alert(s), event(s), and/or volume calculations) assist with 
the detection of the Accident?

Yes

6d. Did SCADA-based information (such as alarm(s), 
alert(s), event(s), and/or volume calculations) assist with 
the confirmation of the Accident?

Yes

7. Was a CPM leak detection system in place on the pipeline or facility 
involved in the Accident?

Yes

- If Yes:
7a. Was it operating at the time of the Accident? Yes
7b. Was it fully functional at the time of the Accident? Yes
7c. Did CPM leak detection system information (such as 
alarm(s), alert(s), event(s), and/or volume calculations) assist 
with the detection of the Accident?                                           

No

7d. Did CPM leak detection system information (such as 
alarm(s), alert(s), event(s), and/or volume calculations) assist 
with the confirmation of the Accident?                               

No

8. How was the Accident initially identified for the Operator? Local Operating Personnel, including contractors
- If Other, Specify: 

8a. If "Controller", "Local Operating Personnel", including 
contractors", "Air Patrol", or "Ground Patrol by Operator or its 
contractor" is selected in Question 8, specify:

Operator employee

9.  Was an investigation initiated into whether or not the controller(s) or 
control room issues were the cause of or a contributing factor to the 
Accident?

Yes, specify investigation result(s): (select all that apply)

- If No, the Operator did not find that an investigation of the 
controller(s) actions or control room issues was necessary due to:
(provide an explanation for why the operator did not investigate)
- If Yes, specify investigation result(s):  (select all that apply)

-   Investigation reviewed work schedule rotations, 
continuous hours of service (while working for the 
Operator), and other factors associated with fatigue 

Yes

-   Investigation did NOT review work schedule rotations, 
continuous hours of service (while working for the 
Operator), and other factors associated with fatigue 

Provide an explanation for why not:
-   Investigation identified no control room issues Yes
-   Investigation identified no controller issues Yes
-   Investigation identified incorrect controller action or 
controller error 
- Investigation identified that fatigue may have affected the 
controller(s) involved or impacted the involved controller(s) 
response
- Investigation identified incorrect procedures
- Investigation identified incorrect control room equipment 
operation
- Investigation identified maintenance activities that affected
control room operations, procedures, and/or controller 
response

Yes

-  Investigation identified areas other than those above: Yes

Describe:

Investigation identified that a minor procedure was not 
followed.  This failure was not a cause of or contributing 
factor to the Accident.  Additional training on this procedure 
has been provided.

PART F - DRUG & ALCOHOL TESTING INFORMATION
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1.  As a result of this Accident, were any Operator employees tested 
under the post-accident drug and alcohol testing requirements of DOT's 
Drug & Alcohol Testing regulations?

Yes

- If Yes:

1a.  Specify how many were tested:        1

       1b.  Specify how many failed:        0

2.  As a result of this Accident, were any Operator contractor employees 
tested under the post-accident drug and alcohol testing requirements of 
DOT's Drug & Alcohol Testing regulations? 

No

- If Yes: 
2a.  Specify how many were tested:

              2b.  Specify how many failed:

PART G – APPARENT CAUSE

Select only one box from PART G in shaded column on left representing the APPARENT Cause of the Accident, and answer 
the questions on the right. Describe secondary, contributing or root causes of the Accident in the narrative (PART H).

Apparent Cause: G1 - Corrosion Failure

G1 - Corrosion Failure - only one sub-cause can be picked from shaded left-hand column

Corrosion Failure – Sub-Cause: External Corrosion

- If External Corrosion:
1.  Results of visual examination: Other

- If Other, Describe: Corrosion under insulation.
2.  Type of corrosion: (select all that apply)

- Galvanic
- Atmospheric  
- Stray Current
- Microbiological 
- Selective Seam
- Other: Yes

- If Other, Describe: Corrosion under insulation.
3.  The type(s) of corrosion selected in Question 2 is based on the following: (select all that apply)

- Field examination
- Determined by metallurgical analysis Yes
- Other:

- If Other, Describe:
4.  Was the failed item buried under the ground? Yes

- If Yes :
4a. Was failed item considered to be under cathodic 
protection at the time of the Accident?

Yes

If Yes - Year protection started: 1990
4b. Was shielding, tenting, or disbonding of coating evident at
the point of the Accident? Yes

4c. Has one or more Cathodic Protection Survey been 
conducted at the point of the Accident? Yes

If "Yes, CP Annual Survey" – Most recent year conducted: 2015
If "Yes, Close Interval Survey" – Most recent year conducted: 2015

If "Yes, Other CP Survey" – Most recent year conducted:
- If No:

4d. Was the failed item externally coated or painted?
5. Was there observable damage to the coating or paint in the vicinity of
the corrosion? Yes

-  If Internal Corrosion:
6.  Results of visual examination: 

- Other:
7.  Type of corrosion  (select all that apply): -

- Corrosive Commodity 
- Water drop-out/Acid
- Microbiological
- Erosion
- Other:

- If Other, Describe:
8.  The cause(s) of corrosion selected in Question 7 is based on the following  (select all that apply): -

- Field examination 
- Determined by metallurgical analysis
- Other:
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- If Other, Describe:
9.  Location of corrosion  (select all that apply): -

- Low point in pipe 
- Elbow
- Other:

- If Other, Describe:
10.  Was the commodity treated with corrosion inhibitors or biocides?
11.  Was the interior coated or lined with protective coating?
12.  Were cleaning/dewatering pigs (or other operations) routinely 
utilized? 
13.  Were corrosion coupons routinely utilized?   
Complete the following if any Corrosion Failure sub-cause is selected AND the "Item Involved in Accident" (from PART C, 
Question 3) is Tank/Vessel.
14.  List the year of the most recent inspections:

14a.  API Std 653 Out-of-Service Inspection            
- No Out-of-Service Inspection completed

14b.  API Std 653 In-Service Inspection
- No In-Service Inspection completed

Complete the following if any Corrosion Failure sub-cause is selected AND the "Item Involved in Accident" (from PART C, 
Question 3) is Pipe or Weld.
15.  Has one or more internal inspection tool collected data at the point of the
Accident?

Yes

15a.  If Yes, for each tool used, select type of internal inspection tool and indicate most recent year run: -
-  Magnetic Flux Leakage Tool Yes

Most recent year: 2015
-  Ultrasonic

Most recent year:
-  Geometry

Most recent year:
-  Caliper Yes

Most recent year: 2015
-  Crack

Most recent year:
-  Hard Spot

Most recent year:
-  Combination Tool Yes

Most recent year: 2015
- Transverse Field/Triaxial

Most recent year:  
- Other

Most recent year:  
Describe:

16.  Has one or more hydrotest or other pressure test been conducted since 
original construction at the point of the Accident? No

If Yes -
Most recent year tested:

Test pressure:  
17.  Has one or more Direct Assessment been conducted on this segment? No
- If Yes, and an investigative dig was conducted at the point of the Accident::

Most recent year conducted:       
- If Yes, but the point of the Accident was not identified as a dig site:

Most recent year conducted:       
18.  Has one or more non-destructive examination been conducted at the 
point of the Accident since January 1, 2002? No

18a.  If Yes, for each examination conducted since January 1, 2002, select type of non-destructive examination and indicate most 
recent year the examination was conducted:

-  Radiography
Most recent year conducted:       

-  Guided Wave Ultrasonic
Most recent year conducted:       

-  Handheld Ultrasonic Tool 

Most recent year conducted:       
-  Wet Magnetic Particle Test

Most recent year conducted:       
-  Dry Magnetic Particle Test

Most recent year conducted:       
-  Other

Most recent year conducted:       
Describe:
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G2 - Natural Force Damage - only one sub-cause can be picked from shaded left-handed column

Natural Force Damage – Sub-Cause:

- If Earth Movement, NOT due to Heavy Rains/Floods:
1.  Specify:

-  If Other, Describe:
- If Heavy Rains/Floods:
2.  Specify:

- If Other, Describe:
- If Lightning:
3.  Specify:   
- If Temperature:
4.  Specify:  

-  If Other, Describe:
- If Other Natural Force Damage:
5.  Describe:

Complete the following if any Natural Force Damage sub-cause is selected.
6.  Were the natural forces causing the Accident generated in 
conjunction with an extreme weather event?
     6a.  If Yes, specify:  (select all that apply)

-  Hurricane 
- Tropical Storm 
- Tornado    
- Other 

- If Other, Describe:

G3 - Excavation Damage - only one sub-cause can be picked from shaded left-hand column

Excavation Damage – Sub-Cause:

- If Previous Damage due to Excavation Activity:  Complete Questions 1-5 ONLY IF the "Item Involved in Accident" (from PART 
C, Question 3) is Pipe or Weld.
1. Has one or more internal inspection tool collected data at the point of 
the Accident?

1a.  If Yes, for each tool used, select type of internal inspection tool and indicate most recent year run: -
-  Magnetic Flux Leakage

Most recent year conducted:       
-  Ultrasonic

Most recent year conducted:       
-  Geometry

Most recent year conducted:       
-  Caliper

Most recent year conducted:       
-  Crack

Most recent year conducted:       
-  Hard Spot

Most recent year conducted:       
-  Combination Tool

Most recent year conducted:       
-  Transverse Field/Triaxial

Most recent year conducted:       
- Other

Most recent year conducted:       
Describe:

2.  Do you have reason to believe that the internal inspection was 
completed BEFORE the damage was sustained? 
3.  Has one or more hydrotest or other pressure test been conducted since
original construction at the point of the Accident?

- If Yes:
Most recent year tested:

                                                                              Test pressure (psig):
4.  Has one or more Direct Assessment been conducted on the pipeline 
segment?

- If Yes, and an investigative dig was conducted at the point of the Accident:
Most recent year conducted:      

- If Yes, but the point of the Accident was not identified as a dig site:
Most recent year conducted:      

5.  Has one or more non-destructive examination been conducted at the 
point of the Accident since January 1, 2002?
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5a.  If Yes, for each examination, conducted since  January 1, 2002, select type of non-destructive examination and indicate most 
recent year the examination was conducted:

- Radiography
Most recent year conducted:       

- Guided Wave Ultrasonic
Most recent year conducted:       

- Handheld Ultrasonic Tool 

Most recent year conducted:       
- Wet Magnetic Particle Test

Most recent year conducted:       
- Dry Magnetic Particle Test

Most recent year conducted:       
- Other

Most recent year conducted:       
Describe:

Complete the following if Excavation Damage by Third Party is selected as the sub-cause.

6.  Did the operator get prior notification of the excavation activity?
6a.  If Yes, Notification received from: (select all that apply) -

- One-Call System
- Excavator
- Contractor 
- Landowner 

Complete the following mandatory CGA-DIRT Program questions if any Excavation Damage sub-cause is selected.

7.  Do you want PHMSA to upload the following information to CGA-
DIRT (www.cga-dirt.com)?
8.  Right-of-Way where event occurred:  (select all that apply) -

-  Public
- If "Public", Specify:

- Private
- If "Private", Specify:

- Pipeline Property/Easement
- Power/Transmission Line
- Railroad
- Dedicated Public Utility Easement 
- Federal Land
- Data not collected
- Unknown/Other

9.  Type of excavator:  
10.  Type of excavation equipment:  
11.  Type of work performed:   
12.  Was the One-Call Center notified?

12a.  If Yes, specify ticket number:
12b. If this is a State where more than a single One-Call Center 
exists, list the name of the One-Call Center notified:

13.  Type of Locator: 
14.  Were facility locate marks visible in the area of excavation? 
15.  Were facilities marked correctly? 
16.  Did the damage cause an interruption in service?  

16a. If Yes, specify duration of the interruption (hours)
17.  Description of the CGA-DIRT Root Cause (select only the one predominant first level CGA-DIRT Root Cause and then, where 
available as a choice, the one predominant second level CGA-DIRT Root Cause as well):

Root Cause:
-  If  One-Call Notification Practices Not Sufficient, specify:
-  If  Locating Practices Not Sufficient, specify:
-  If  Excavation Practices Not Sufficient, specify:
-  If  Other/None of the Above, explain:

G4 - Other Outside Force Damage  - only one sub-cause can be selected from the shaded left-hand column 

Other Outside Force Damage – Sub-Cause:

- If Damage by Car, Truck, or Other Motorized Vehicle/Equipment NOT Engaged in Excavation:
1.  Vehicle/Equipment operated by: 
- If Damage by Boats, Barges, Drilling Rigs, or Other Maritime Equipment or Vessels Set Adrift or Which Have Otherwise Lost 
Their Mooring:
2.  Select one or more of the following IF an extreme weather event was a factor:  

- Hurricane 
- Tropical Storm  
- Tornado

http://www.cga-dirt.com
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- Heavy Rains/Flood  
- Other

- If Other, Describe:
- If Previous Mechanical Damage NOT Related to Excavation:  Complete Questions 3-7 ONLY IF the "Item Involved in 
Accident" (from PART C, Question 3) is Pipe or Weld.
3.  Has one or more internal inspection tool collected data at the point of
the Accident?     
3a.  If Yes, for each tool used, select type of internal inspection tool and indicate most recent year run:

- Magnetic Flux Leakage
Most recent year conducted:       

- Ultrasonic
Most recent year conducted:       

- Geometry
Most recent year conducted:       

- Caliper
Most recent year conducted:       

- Crack
Most recent year conducted:       

- Hard Spot
Most recent year conducted:       

- Combination Tool
Most recent year conducted:       

- Transverse Field/Triaxial
Most recent year conducted:       

- Other
Most recent year conducted:       

Describe:
4.  Do you have reason to believe that the internal inspection was 
completed BEFORE the damage was sustained? 
5.  Has one or more hydrotest or other pressure test been conducted 
since original construction at the point of the Accident?

- If Yes:
Most recent year tested:

                                                                             Test pressure (psig):
6.  Has one or more Direct Assessment been conducted on the pipeline 
segment?
- If Yes, and an investigative dig was conducted at the point of the Accident:

Most recent year conducted:      
- If Yes, but the point of the Accident was not identified as a dig site:

Most recent year conducted:      
7.  Has one or more non-destructive examination been conducted at the 
point of the Accident since January 1, 2002?

7a.  If Yes, for each examination conducted since January 1, 2002, select type of non-destructive examination and indicate most 
recent year the examination was conducted:

- Radiography
Most recent year conducted:       

- Guided Wave Ultrasonic
Most recent year conducted:       

- Handheld Ultrasonic Tool 

Most recent year conducted:       
- Wet Magnetic Particle Test

Most recent year conducted:       
- Dry Magnetic Particle Test

Most recent year conducted:       
- Other

Most recent year conducted:       
Describe:

- If Intentional Damage:
8.  Specify: 

- If Other, Describe:
- If Other Outside Force Damage:
9.  Describe:

G5 - Material Failure of Pipe or Weld  - only one sub-cause can be selected from the shaded left-hand column

Use this section to report material failures ONLY IF the "Item Involved in Accident" (from PART C, Question 3) is "Pipe" or 
"Weld." 

Material Failure of Pipe or Weld – Sub-Cause:

1.   The sub-cause shown above is based on the following: (select all that apply)
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- Field Examination                   
- Determined by Metallurgical Analysis
- Other Analysis      

- If "Other Analysis", Describe:
-  Sub-cause is Tentative or Suspected; Still Under Investigation 
(Supplemental Report required)

- If Construction, Installation, or Fabrication-related Or If Original Manufacturing-related:
2.  List contributing factors: (select all that apply)

- Fatigue or Vibration-related
Specify:

- If Other, Describe:
- Mechanical Stress:
- Other

- If Other, Describe:
- If Environmental Cracking-related:
3. Specify:

-  If Other - Describe:

Complete the following if any Material Failure of Pipe or Weld sub-cause is selected.

4.  Additional factors: (select all that apply):
- Dent     
- Gouge     
- Pipe Bend     
- Arc Burn     
- Crack     
- Lack of Fusion
- Lamination       
- Buckle            
- Wrinkle            
- Misalignment            
- Burnt Steel      
- Other:

- If Other, Describe:
5.  Has one or more internal inspection tool collected data at the point of 
the Accident? 

5a.  If Yes, for each tool used, select type of internal inspection tool and indicate most recent year run:
- Magnetic Flux Leakage

Most recent year run:       
- Ultrasonic

Most recent year run:       
- Geometry

Most recent year run:       
- Caliper

Most recent year run:       
- Crack

Most recent year run:       
- Hard Spot

Most recent year run:       
- Combination Tool

Most recent year run:       
- Transverse Field/Triaxial

Most recent year run:       
- Other

Most recent year run:       
Describe:

6.  Has one or more hydrotest or other pressure test been conducted since
original construction at the point of the Accident?

- If Yes:
Most recent year tested:

Test pressure (psig):
7.  Has one or more Direct Assessment been conducted on the pipeline 
segment?

- If Yes, and an investigative dig was conducted at the point of the Accident -
Most recent year conducted:      

- If Yes, but the point of the Accident was not identified as a dig site -
Most recent year conducted:      

8.  Has one or more non-destructive examination(s) been conducted at the
point of the Accident since January 1, 2002?

8a.  If Yes, for each examination conducted since January 1, 2002, select type of non-destructive examination and indicate most 
recent year the examination was conducted: -
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- Radiography
Most recent year conducted:       

- Guided Wave Ultrasonic
Most recent year conducted:       

- Handheld Ultrasonic Tool 

Most recent year conducted:       
- Wet Magnetic Particle Test

Most recent year conducted:       
- Dry Magnetic Particle Test

Most recent year conducted:       
- Other

Most recent year conducted:       
Describe:

G6 – Equipment Failure - only one sub-cause can be selected from the shaded left-hand column

Equipment Failure – Sub-Cause:

- If Malfunction of Control/Relief Equipment:
1.  Specify: (select all that apply) -

- Control Valve 
- Instrumentation 
- SCADA       
- Communications 
- Block Valve 
- Check Valve
- Relief Valve 
- Power Failure 
- Stopple/Control Fitting 
- ESD System Failure
- Other

- If Other – Describe:
- If Pump or Pump-related Equipment:
2. Specify:

- If Other – Describe:
- If Threaded Connection/Coupling Failure:
3. Specify:

- If Other – Describe:
- If Non-threaded Connection Failure:
4.  Specify:

- If Other – Describe:
- If Other Equipment Failure:
5.  Describe:

Complete the following if any Equipment Failure sub-cause is selected.

6.  Additional factors that contributed to the equipment failure: (select all that apply)
- Excessive vibration
- Overpressurization
- No support or loss of support
- Manufacturing defect
- Loss of electricity
- Improper installation
- Mismatched items (different manufacturer for tubing and tubing 
fittings)
- Dissimilar metals
- Breakdown of soft goods due to compatibility issues with 
transported commodity
- Valve vault or valve can contributed to the release
- Alarm/status failure
- Misalignment
- Thermal stress
- Other  

   - If Other, Describe:

G7 - Incorrect Operation - only one sub-cause can be selected from the shaded left-hand column

Incorrect Operation – Sub-Cause:
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-  If Tank, Vessel, or Sump/Separator Allowed or Caused to Overfill or Overflow 

1. Specify:

- If Other, Describe:

- If Other Incorrect Operation 

2. Describe:
Complete the following if any Incorrect Operation sub-cause is selected.
3.  Was this Accident related to (select all that apply): -

- Inadequate procedure  
- No procedure established
- Failure to follow procedure 
- Other:

- If Other, Describe:
4.  What category type was the activity that caused the Accident?
5.  Was the task(s) that led to the Accident identified as a covered task 
in your Operator Qualification Program?

5a. If Yes, were the individuals performing the task(s) qualified for 
the task(s)?

G8 - Other Accident Cause - only one sub-cause can be selected from the shaded left-hand column

Other Accident Cause – Sub-Cause:

- If Miscellaneous:
1. Describe:  
- If Unknown:
2. Specify:  

PART H - NARRATIVE DESCRIPTION OF THE ACCIDENT

Crude oil was released from a 24-inch pipeline, located along Highway 101 in Santa Barbara County, California. The released crude reached a culvert 
which leads to the Pacific Ocean and, as a result, impacted the shoreline and ocean water. The cause of the release is currently under investigation. The 
pipe has been excavated. The affected portion of pipe was securely packaged to preserve its condition and has been transported to a secure, independent 
facility for an independent third-party analysis and investigation. A supplemental report will be submitted upon receipt of the third party, metallurgical 
analysis.  In the meantime, Plains personnel are actively engaged in cleanup and environmental remediation efforts.

Part A. Question 7. - 14:56 is the time Operator notified the National Response Center (NRC). The NRC was first notified at 12:43 by an unrelated third 
party. 
Part A. Question 9. - Answer is a best-estimate as of 6/17/2015.
Part A. Question 11.- Response reflects current estimate as of 6/17/2015. The volume of recovered commodity will be revised upward in the supplemental 
report as more information becomes available.
Part A. Question 17. -The number of people evacuated from local State Park campsites is currently undetermined as no estimates are included in the initial
first responder reports we have received.  We are investigating this further and will revise the Supplemental report as more information becomes available.

Part D. Question 8. - Answer reflects estimated costs incurred through 6/16/2015.

Supplemental Narratives:

Part A, Number 11 and Part D, Number 8 have also been updated to reflect new information as of 7/10/2015.

As of 8/4/15 the current estimated release volume remains approx. 2,400 bbls.  Preliminary data from the purge activity estimates the release could be 
potentially 3,400 bbls.  While Plains believes the volume estimate listed in Part A, Question 9 best represents the potential discharge volume, we are 
working with an outside expert to reconcile the differences and will provide additional updates as appropriate.

As of 11/24/2015, based on the work performed by our independent third party consultant (i.e. the 'outside expert' mentioned above), our best estimate of 
the spill volume is 2,934 barrels.

The results of the metallurgical analysis of the pipeline segment indicate that the failure occurred at an area of wall thinning from external corrosion that 
ultimately failed by ductile overload under the imposed operating pressure. The morphology of the external corrosion observed on the pipe section is 
consistent with corrosion under insulation facilitated by wet-dry cycling.
Line 901 remains shut down and subject to Corrective Action Order CPF No. 5-2015-5011H and Amendments. Updated costs for the repair and restart of 
this line, remains the only outstanding item in order to finalize this 7000-1 form.
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Executive Summary 

Plains All American Pipeline, L.P. (Plains) retained Det Norske Veritas (U.S.A.), Inc. (DNV 
GL) to perform a metallurgical analysis and mechanical testing on a section of pipe from 
Line 901 - Las Flores to Gaviota (L901), 24-inch nominal diameter crude oil pipeline that 
failued while in service.  The failure occurred on May 19, 2015 in Goleta (Santa Barbara 
County), California at milepost (MP) 4, 33.5 feet downstream (D/S) of the nearest upstream 
(U/S) girth weld and 4.05 miles D/S of the nearest U/S pump station. A failure of a pipe 
segment can be characterized either as a leak or a rupture; the failure on L901 is 
characterized as a leak.1 

The section of the pipeline that failed is comprised of 24-inch diameter by 0.344-inch wall 
thickness, API 5L Grade X65 line pipe steel that contains a high frequency electric resistance 
welded (ERW) longitudinal seam and was manufactured by Nippon Steel in 1986.  The 
maximum operating pressure (MOP) is 1,3412 pounds per square inch gauge (psig) (72% of 
the specified minimum yield strength [SMYS]).  The pressure at the time of failure was 
reported by Plains to be 737 psig (39.6% of SMYS) at the failure location and time of 
failure. 

The pipeline was installed in 1990 and constructed using pipe that was externally coated 
with a coal tar urethane coating on the steel substrate, 1.5-inch thick rigid polyurethane 
foam, and an external polyethylene tape.  The pipeline has an impressed current cathodic 
protection (CP) system with the nearest rectifier located 4.05 miles U/S of the failure 
location, at the Las Flores Pump Station.  A hydrostatic test was performed at the time of 
commissioning for 8 hours at 1719 psi (Gaviota Station) on November 25th, 1990.  In-line 
inspection (ILI) runs, consisting of deformation and magnetic flux leakage (MFL) tools, were 
performed in 2007, 2012, and 2015. 

The failed pipe joint and 5 feet of the U/S and D/S joints were removed from the failure 
location and delivered to DNV GL in two pipe sections for analysis.  Pipe Section 1 (PS 1) 
was 19.05 feet in length and contained 5.05 feet of the U/S joint, the U/S girth weld, and 
     
1 According to the FRACTURE CONTROL TECHNOLOGY FOR NATURAL GAS PIPELINES CIRCA 2001 (the 

PRCI report superseding NG-18 Report 208), “The distinction between leak and rupture for the pipeline 
community is based on the size and configuration of the breach, not how it develops. A “leak” is characterized by 
a narrow slit-like hole with length less than the diameter, which limits the fluid volume that escapes through the 
breach. In contrast, a “rupture” involves a longer, open hole that can be bulged over its length, which is on the 
order of a diameter or longer and can permit escape of a significant fluid volume.”  Similarly, the research 
performed as part of the historical NG-18 work identified empirical equations to predict the length at which a 
feature will propagate versus pop through and arrest; the leak/rupture length.  Based on these calculations and 
visual observations, the length of the feature is consistent with a leak, arresting within the corrosion feature, and 
did not propagate outside of the feature into nominal wall-thickness pipe. 

2 Theoretical maximum operating pressure at the lowest elevation using the lowest pressure of either 80% of the 
commissioning hydro-test pressure, the 72% of SMYS, or the lowest component rating along the line segment. 
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15 feet of the failure joint located U/S of the failure.  Pipe Section 2 (PS 2) was 31.06 feet in 
length and contained the failure location, the D/S girth weld, a 2013 composite repair 
sleeve, and 5 feet of the D/S joint.  The objective of the analysis was to determine the 
metallurgical (or immediate) cause of the failure. 

Metallurgical Cause:  The results of the metallurgical analysis indicate that the 
failure occurred at an area of wall thinning from external corrosion that ultimately 
failed by ductile overload under the imposed operating pressure.  The morphology 
of the external corrosion observed on the pipe section is consistent with corrosion 
under insulation facilitated by wet-dry cycling. 

The following steps were performed for this analysis.  The pipe sections were visually 
inspected and photographed.  The external polyethylene (PE) tape was removed from PS 1 
and PS 2 and visually inspected and photographed.  The external pipe surfaces (with 
insulation) were laser scanned using a FaroArmTM to produce digital maps.  The insulation 
from PS 2 was then removed and the pipe was visually inspected and photographed.  The 
coal tar coating was then removed around the failure location, areas of corrosion, and at the 
ends of each pipe section. 

Wall thicknesses, diameters, and circumferences were measured at various locations on 
PS 1 and PS 2 where coating was removed and there was no measurable corrosion.  
Corrosion products were collected from PS 2 for characterization. Analyses performed on 
these products included:  (1) pH testing using litmus paper, (2) spot tests for carbonates 
and sulfides using 2-normal hydrochloric acid (2N HCl), (3) elemental analyses using energy 
dispersive spectroscopy (EDS) with a scanning electron microscope (SEM) and (4) 
compound identification using x-ray diffraction (XRD). 

Swab samples were also obtained for bacteria analyses at two locations; an area of external 
corrosion and an area where the coating was disbonded but there was negligible external 
corrosion.  Separate swab samples were taken for serial dilution and microscopic analysis.  
Liquid culture media for acid-producing bacteria (APB), sulfate-reducing bacteria (SRB), 
nitrate-reducing bacteria (NRB), aerobic bacteria (AERO), anaerobic bacteria (ANA), and 
iron-related bacteria (IRB) was used for the serial dilutions to evaluate growth of various 
types of bacteria.  A five vial serial dilution (1:10,000) was performed using each type of 
media. 

Coupons containing the failure location and areas of corrosion were cut from PS 2 using 
cold-cutting techniques.  Coupon 1 contained the failure location and was a full ring section 
removed between 30.66 and 35.95 feet from the U/S GW.  Coupon 2 contained external 
corrosion features further U/S from the failure location and was removed between 14.00 
and 20.60 feet from the U/S GW; between the 4- and 8-o’clock orientations.  The internal 
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and external surfaces were visually inspected and photographed.  Where necessary, the 
samples were cleaned using a degreaser (LPS Presolve®) and acetone.  Ultrasonic testing 
(UT) was performed on the samples removed from PS 2, using a 1-inch by 1-inch grid 
spacing, to produce a thickness map.  The external and internal pipe surfaces of these 
coupons were laser scanned to produce a thickness contour dataset.  Magnetic particle 
inspection (MPI) was performed on the external and internal pipe surfaces of the coupon 
containing the failure location. 

The fracture surfaces were cleaned with methanol and acetone, optically examined, and 
photographed.  Samples were then removed from one of the mating fracture surfaces, 
cleaned with Rhodine inhibited HCl solution and ENPREP® 214 to remove corrosion products, 
and examined at high magnifications in an SEM to document the fracture morphology.  
Transverse cross sections were removed from the suspected failure origin, an area of 
corrosion further U/S, and across the longitudinal seam weld of the failure joint.  The 
transverse cross sections were mounted, polished, and etched.  Light photomicrographs 
were taken to document the fracture and corrosion morphologies and steel microstructure.  
In addition, corrosion products collected from an area adjacent to the failure location and 
from areas of corrosion further U/S of the failure were mounted in cross-section and 
polished.  Light photomicrographs were taken to document the corrosion product 
morphologies.  Elemental analysis using EDS was performed to identify the elemental 
constituents of each. 

Soil analyses were conducted on a sample removed (in the field) approximately 8 feet U/S 
of the U/S girth weld (GW).  The soil was tested for resistivity, moisture content, pH, total 
acidity, total alkalinity, concentration of soluble anions and cations, total dissolved solids, 
and linear polarization resistance. 

Mechanical (duplicate tensile tests and full Charpy V-notch [CVN]) curves) testing was 
performed on specimens removed from the failed pipe joint and U/S and D/S joints to 
determine the tensile and fracture toughness properties.  Chemical analyses were 
performed on a steel sample removed from the failed pipe joint and U/S and D/S joints to 
determine the compositions. 

CorLASTM calculations were performed to estimate the failure pressure based on the pipe 
geometry, base metal mechanical properties, and the measured flaw profile.  This value was 
compared with the estimated pressure at the failure location. 

External corrosion was identified at several locations along the bottom of the failed pipe 
section, including the corrosion feature that ultimately failed on May 19, 2015.  The 
corrosion features were associated with thick layered deposits and areas of compression and 
water saturation of the thermal insulation.  The characteristics of the failure are consistent 
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with corrosion under insulation in the presence of wet-dry cycling. 

Summary of Observations 
 
• The failure was associated with an external corrosion feature located 33.50 feet from 

the upstream girth weld, at the 4:24 orientation (center of corrosion feature). 

• The dimensions of the corrosion feature were 12.1 inches axially by 7.4 inches 
circumferentially.  The maximum depth, as measured using laser scan data, was 
0.318 inches or 89% of the measured wall thickness (0.359 inches). 

• The failure opening was 6.6 inches in axial length, with the upstream and 
downstream ends located 33.35 and 33.9 feet from the upstream girth weld. 

• The maximum circumferential dimension of the failure opening was 1.14 inches, 
approximately 33.45 feet from the upstream girth weld, at the 4:15 orientation. 

• The fracture surfaces exhibited ductile overload. 

• Cracking and wrinkling were observed within the polyethylene tape. 

• Compression was observed within the polyurethane insulation at areas on the bottom 
of the pipe.  These areas were saturated with moisture. 

• Disbondment of the coal tar coating was observed on the bottom of the pipe along 
the length of Pipe Section 2. 

• External corrosion features, including the feature associated with the failure, were 
identified at or adjacent to areas of saturated, compressed insulation. 

• The corrosion products were rigid, non-friable, and, at some locations, well adhered 
to the pipe section.  The products consist of alternating layers of goethite and 
magnetite. 

• There is no strong evidence to indicate that microbiological influenced corrosion 
(MIC) contributed to the observed corrosion. 

• No evidence of internal corrosion was observed along the length of the pipe sections 
inspected. 

• The average yield strength (YS) for the failure joint is marginally lower than the 
minimum YS requirements for API 5L X65 line pipe steel of 65.0 ksi.  The average is 
based on two tests values; one slightly higher (65.2 ksi) and one slightly lower 
(64.4 ksi) than the requirement.  The average ultimate tensile strength (UTS) of the 
failure joint meets the minimum UTS requirements for API 5L X65 line pipe steel of 
80 ksi. 

• The Charpy V-notch (CVN) properties of the base metal are typical for the vintage 
and grade of line pipe steel. 
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• The chemical composition of the base metal meets requirements for the vintage and 
grade of line pipe steel. 

• The microstructure of the base metal is typical for the vintage and grade of line pipe 
steel. 

• The CorLAS™ predicted failure pressure for the failed joint was calculated to be 
approximately 760 psig, which is in very good agreement with reported pressure at 
the failure location and time of failure (737 psig). 

 
  



 
Plains All American Pipeline, L.P. 
Line 901 Release (05-19-15):  Mechanical and Metallurgical Testing 
 
 

DNV GL  –  OAPUS309DNOR (PP136049)  viii 
September 18, 2015 

Contains Confidential Information Provided By Plains All American Pipeline LP 

Table of Contents 

1.0 BACKGROUND ........................................................................................ 1 

2.0 TECHNICAL APPROACH ............................................................................ 2 

3.0 RESULTS AND DISCUSSION...................................................................... 4 

3.1 Visual Examination .................................................................................. 4 

3.1.1 External Polyethylene Tape ....................................................................... 5 

3.1.2 Rigid Polyurethane Insulation .................................................................... 6 

3.1.3 Coal Tar Urethane Coating ........................................................................ 7 

3.1.4 Carbon Steel Line Pipe ............................................................................. 7 

3.1.5 Composite “Armor Plate” Sleeve ................................................................ 8 

3.2 3D Laser Scanning .................................................................................. 9 

3.3 Ultrasonic Testing ...................................................................................10 

3.4 Magnetic Particle Inspection .....................................................................10 

3.5 Fractographic Examination .......................................................................10 

3.5.1 Optical ..................................................................................................10 

3.5.2 Scanning Electron Microscopy ..................................................................11 

3.5.3 Fracture/Corrosion Profile ........................................................................11 

3.6 Metallographic Examination .....................................................................12 

3.7 Solid Sampling of Corrosion Products ........................................................13 

3.7.1 pH Testing and Qualitative Spot Testing ....................................................13 

3.7.2 X-ray Diffraction ....................................................................................14 

3.7.3 Energy Dispersive Spectroscopy ...............................................................14 

3.8 Microbiological Analyses ..........................................................................15 

3.8.1 Serial Dilution – Liquid Culture Media ........................................................15 

3.8.2 Microscopic Examination for Total Bacteria .................................................15 

3.9 Soil Testing ...........................................................................................15 

3.10 Mechanical Testing .................................................................................16 

3.11 Chemical Analysis ..................................................................................17 

3.12 Failure Pressure Analysis .........................................................................17 

4.0 DISCUSSION AND CONCLUSIONS ............................................................18 
 
  



 
Plains All American Pipeline, L.P. 
Line 901 Release (05-19-15):  Mechanical and Metallurgical Testing 
 
 

DNV GL  –  OAPUS309DNOR (PP136049)  ix 
September 18, 2015 

Contains Confidential Information Provided By Plains All American Pipeline LP 

Appendices 

Appendix A – CorLAS™ 
 
  



 
Plains All American Pipeline, L.P. 
Line 901 Release (05-19-15):  Mechanical and Metallurgical Testing 
 
 

DNV GL  –  OAPUS309DNOR (PP136049)  x 
September 18, 2015 

Contains Confidential Information Provided By Plains All American Pipeline LP 

List of Tables 
Table 1. Summary of the locations and dimensions of corrosion features 

identified during the laboratory examination on the external surface 
of PS 2. ................................................................................................21 

Table 2. Results of diameter measurements performed on PS 1 and PS 2 
using Pi tape and a tape measure. ............................................................22 

Table 3. Results of wall thickness measurements performed on PS 1 and PS 
2. ........................................................................................................22 

Table 4. Results of thickness measurements performed adjacent (~0.100 
inches circumferentially) to the failure opening using the laser scan 
dataset.  See  Figure 32. ..........................................................................23 

Table 5. Results of elemental analyses, using EDS, performed on corrosion 
products from Feature 1 and Feature 4 compared to ideal chemistry 
compositions of goethite and magnetite; values presented in mass 
percent (wt.%). .....................................................................................24 

Table 6. Results of bacteria analyses performed on swabs taken, over an ~1 
cm2 area, from the external surface of Pipe Section 2 at Feature 1 on 
the failure joint and at an area of disbonded coating away from 
significant corrosion. ...............................................................................25 

Table 7. Results of optical microscopy examination for fixed internal swab 
samples taken, over a ~1 cm2 area, from the external surface of the 
pipe section at Feature 1 and at an area away from significant 
corrosion. .............................................................................................25 

Table 8. Summary of soluble cation and anion concentrations for soil sample 
10000151761. .......................................................................................26 

Table 9. Summary of various chemical properties for soil sample 
10000151761. .......................................................................................26 

Table 10. Summary of various electrochemical properties for soil sample 
10000151761. .......................................................................................26 

Table 11. Results of tensile tests performed on transverse base metal 
specimens from the failure and the U/S and D/S joints compared 
with requirements for API 5L Grade X65 line pipe steel. ...............................27 

Table 12. Results of Charpy V-notch impact tests for transverse base metal 
specimens removed from the joint that failed (Joint 5930). ..........................27 

Table 13. Results of Charpy V-notch impact tests for transverse base metal 
specimens removed from the U/S joint (Joint 5920). ...................................28 

Table 14. Results of Charpy V-notch impact tests for transverse base metal 
specimens removed from the D/S joint (Joint 5940). ...................................28 



 
Plains All American Pipeline, L.P. 
Line 901 Release (05-19-15):  Mechanical and Metallurgical Testing 
 
 

DNV GL  –  OAPUS309DNOR (PP136049)  xi 
September 18, 2015 

Contains Confidential Information Provided By Plains All American Pipeline LP 

Table 15. Results of analyses of the Charpy V-notch impact energy and 
percent shear plots for base metal specimens removed from the 
three pipe joints. ....................................................................................29 

Table 16. Results of chemical analyses of samples removed from the joint that 
failed and the U/S and D/S joints compared with composition 
requirements (product analysis) for API 5L Grade X65 line pipe 
steel.1 ..................................................................................................30 

Table 17. Results of failure pressure analyses using CorLASTM.  The pressure at 
the failure site was estimated at 737 psig. .................................................31 

 
 
  



 
Plains All American Pipeline, L.P. 
Line 901 Release (05-19-15):  Mechanical and Metallurgical Testing 
 
 

DNV GL  –  OAPUS309DNOR (PP136049)  xii 
September 18, 2015 

Contains Confidential Information Provided By Plains All American Pipeline LP 

List of Figures 
Figure 1. Photograph showing the failure location and the locations of the two 

pipe sections, during excavation. ..............................................................32 

Figure 2. Photograph showing Pipe Section 1 following removal from the ditch. ............33 

Figure 3. Photograph showing Pipe Section 2 being removed from the ditch. ................34 

Figure 4. Schematic showing the location of the failure and where samples 
were removed for various analyses. ..........................................................35 

Figure 5. Photograph showing the cargo container in the as-received 
condition. ..............................................................................................36 

Figure 6. Photographs showing the pipe sections in the as-received condition, 
within the cargo container. ......................................................................36 

Figure 7. Photographs showing failure location on PS 2 a) before and b) after 
evidence tape and a clear protective wrapping was removed. .......................37 

Figure 8. Photographs showing the failure location a) while on site (May 28, 
2015) and b) after transit to DNV GL’s facility (June 15, 2015). ....................38 

Figure 9. Photograph showing a stamp on the internal surface of the failure 
joint, near the D/S GW (GW 5940). “NIPPON” and “24” are legible. ...............39 

Figure 10. Photographs showing the condition of the external tape on the 
failure joint.  Tape measure indicates distance to upstream girth 
weld. ....................................................................................................40 

Figure 11. Photograph showing the internal surface of the external tape from 
the failure joint. .....................................................................................41 

Figure 12. Photograph showing the internal surface of the external tape at the 
failure location.  Tape measure indicates distance to upstream girth 
weld. ....................................................................................................42 

Figure 13. Photograph showing the external surface of the external tape at the 
failure location. ......................................................................................43 

Figure 14. Photographs showing the external surface of the PU insulation at a) 
the U/S end of PS 2 (14’ to 20’ from U/S GW) and b) the failure 
location (31.5’ to 36.4’ from U/S GW).  Tape measure indicates 
distance to upstream girth weld. ..............................................................44 

Figure 15. Photograph showing a crack in the PU insulation within a wrinkle.  
White contrast paint was applied to the surface to facilitate laser 
scanning and visual inspection.  Area shown in  Figure 14; scale in 
mm. .....................................................................................................45 

Figure 16. Photograph showing a piece of insulation removed from adjacent to 
the failure location; near 4:30 orientation. .................................................45 



 
Plains All American Pipeline, L.P. 
Line 901 Release (05-19-15):  Mechanical and Metallurgical Testing 
 
 

DNV GL  –  OAPUS309DNOR (PP136049)  xiii 
September 18, 2015 

Contains Confidential Information Provided By Plains All American Pipeline LP 

Figure 17. Photograph showing corrosion product that was wedged between the 
pipe surface and polyurethane insulation. Location indicated 
in  Figure 16; scale in mm. .......................................................................46 

Figure 18. Photographs showing the amount of compression in the insulation 
adjacent to the failure location; near 6:00 orientation. Scale in mm. .............47 

Figure 19. Photograph showing the insulation and coal tar coating separating 
from the pipe in large sheets on the underside of the pipe; 
approximately 29’ from U/S GW. ..............................................................48 

Figure 20. Photograph showing the insulation and coal tar coating separating 
from the pipe in large sheets on the underside of the pipe; 
approximately 17’ from U/S GW. ..............................................................48 

Figure 21. Photograph showing blistered coal tar coating along the 12:00 
orientation on PS 2; approximately 28’ from U/S GW. ..................................49 

Figure 22. Photograph showing external corrosion features on PS 2; Feature 1 
and Feature 2. Tape measure indicates distance to upstream girth 
weld. ....................................................................................................49 

Figure 23. Photograph showing an external corrosion feature on PS 2; Feature 
3. Tape measure indicates distance to U/S GW. ..........................................50 

Figure 24. Photograph showing external corrosion features on PS 2; Feature 4 
and Feature 6. Tape measure indicates distance to U/S GW (Note: 
tape slipped 0.1’ to the right). ..................................................................50 

Figure 25. Photograph showing an external corrosion feature on PS 2; Feature 
5. Tape measure indicates distance to U/S GW. ..........................................51 

Figure 26. Photographs showing the a) external and b) internal surfaces of the 
pipe section at the failure location (Coupon 1). ...........................................52 

Figure 27. Photographs showing Pipe Section 2 from 37.7 feet to 40.4 feet from 
GW 5930 a) before and b) after the composite repair sleeve was 
removed.  Tape measure indicates distance to U/S GW (GW 5930). ...............53 

Figure 28. Photograph the primary feature repaired on May 13, 2013.  Area 
shown in  Figure 27. Tape measure indicates distance to U/S GW. ..................54 

Figure 29. Renderings of PS 1 and PS 2 (viewed from the OD surface) from 
laser scanning data showing Feature 1 and Feature 2; Coupon 2.  
The transparency of the insulation was changed to show a 
correlation between the features observed on the insulation with 
corrosion features observed on the pipe. The scale on the right is 
from 0.000 to 0.400 inches. .....................................................................55 

Figure 30. Renderings of PS 1 and PS 2 (viewed from the OD surface) from 
laser scanning data showing the failure location (Feature 4) and 
Feature 3, 5, and 6; Coupon 1.  The transparency of the insulation 
was changed to show a correlation between the features observed 



 
Plains All American Pipeline, L.P. 
Line 901 Release (05-19-15):  Mechanical and Metallurgical Testing 
 
 

DNV GL  –  OAPUS309DNOR (PP136049)  xiv 
September 18, 2015 

Contains Confidential Information Provided By Plains All American Pipeline LP 

on the insulation with corrosion features observed on the pipe. The 
scale on the right is from 0.000 to 0.400 inches. ........................................56 

Figure 31. Rendering of the failure location (viewed from the OD surface) from 
laser scanning data showing the remaining wall thickness along the 
fracture surface.  The scale on the right is from 0.000 to 0.400 
inches. Location indicated in  Figure 30. .....................................................57 

Figure 32. Rendering of the failure location showing various thickness 
measurements made along the corrosion feature and failure 
opening.  The scale on the right is from 0.000 to 0.400 inches. 
Measurements are tabulated in  Table 4. ....................................................58 

Figure 33. Renderings of the area under the composite repair sleeve showing 
the thickness profile for the feature repaired on May 13, 2013.  The 
scale on the right is from 0.000 to 0.400 inches. ........................................59 

Figure 34. Photograph showing the internal surface of the pipe section at the 
failure location with the 1 × 1 inch grid painted on the surface. Tape 
measure indicates distance to U/S GW. .....................................................60 

Figure 35. Results of the UT measurements performed on 1” × 1” grid near the 
failure location; Feature 4 (Coupon 1). ......................................................61 

Figure 36. Results of the UT measurements performed on 1” × 1” grid near 
Feature 1 (Coupon 2). ............................................................................62 

Figure 37. Results of the UT measurements performed on 1” × 1” grid near 
Feature 2 (Coupon 2). ............................................................................63 

Figure 38. Photographs showing the a) clockwise and b) counterclockwise 
fractures surfaces following cleaning with a degreaser and acetone 
and/or methanol. Tape measure indicates distance to U/S GW. .....................64 

Figure 39. Stereo light photomicrographs of representative locations along the 
clockwise fracture surface following cleaning with a), b), c) a 
degreaser and acetone and/or methanol and d), e) an inhibited HCl 
acid and ENPREP®. Photomicrographs b) and d) are from the same 
location. Tape measure indicates distance to U/S GW. .................................65 

Figure 40. SEM image showing the fracture surface at the location identified 
in  Figure 39e. ........................................................................................66 

Figure 41. SEM image showing the transition between Region 1 and Region 2.  
Area indicated in  Figure 40. .....................................................................66 

Figure 42. SEM image showing the ductile fracture morphology of Region 1.  
Area indicated in  Figure 41 ......................................................................67 

Figure 43. SEM image showing a nondescript/corroded morphology of Region 2.  
Area indicated in  Figure 41 ......................................................................67 



 
Plains All American Pipeline, L.P. 
Line 901 Release (05-19-15):  Mechanical and Metallurgical Testing 
 
 

DNV GL  –  OAPUS309DNOR (PP136049)  xv 
September 18, 2015 

Contains Confidential Information Provided By Plains All American Pipeline LP 

Figure 44. SEM image showing the fracture surface at the location identified 
in  Figure 39c. ........................................................................................68 

Figure 45. SEM image showing a representative ductile fracture morphology for 
Region 1.  Area indicated in  Figure 44. ......................................................68 

Figure 46. Photograph of the clockwise fracture surface showing thickness 
measurements of the Region 1 along the fracture surface at 5 mm 
intervals. Scale in mm. ...........................................................................69 

Figure 47. Fracture/Corrosion profile based on three measurement techniques. .............70 

Figure 48. Photograph of the mounted transverse cross-section, Mount 195367-
1b removed from the suspected failure origin; Feature 4. Mount 
location indicated in  Figure 39. .................................................................71 

Figure 49. Photomicrograph showing the suspected failure origin in cross-
section; Feature 4.  Area indicated in  Figure 48. (Mount 195367-1b; 
4% Nital Etch) .......................................................................................71 

Figure 50. Photomicrograph showing the negligible grain elongation and 
plasticity along the CW fracture surface.  Area indicated in  Figure 49.  
(Mount 195367-1b; 4% Nital Etch) ...........................................................72 

Figure 51. Photomicrograph showing the grain elongation and plasticity along 
the CCW fracture surface.  Area indicated in  Figure 49. (Mount 
195367-1b; 4% Nital Etch) ......................................................................72 

Figure 52. Photomicrograph showing corrosion products near the CCW fracture 
surface.  Area indicated in  Figure 48.  (Mount 195367-1b; 4% Nital 
Etch) ....................................................................................................73 

Figure 53. Photomicrograph showing corrosion products with some 
undercutting near the CCW fracture surface.  Area indicated 
in  Figure 49.  (Mount 195367-1b; 4% Nital Etch) ........................................73 

Figure 54. Photomicrograph showing base metal microstructure of Mount 
195367-1b; 4% Nital Etch) ......................................................................74 

Figure 55. Photograph of the mounted cross-section of corrosion products, 
Mount 195331-1 removed from Feature 4. .................................................74 

Figure 56. Photomicrographs of the mounted cross-section, Mount 195331-1, 
from corrosion products removed from Feature 4; location identified 
in  Figure 55. ..........................................................................................75 

Figure 57. Photograph of the transverse mounted cross-section, Mount 195370-
1 removed from Feature 1. Mount location indicated in  Figure 22. .................76 

Figure 58. Photomicrograph of the mounted cross-section, Mount 195370-1 
removed from Feature 1 showing the corrosion morphology at the 
external surface; mirror image of location indicated in  Figure 57. ..................76 



 
Plains All American Pipeline, L.P. 
Line 901 Release (05-19-15):  Mechanical and Metallurgical Testing 
 
 

DNV GL  –  OAPUS309DNOR (PP136049)  xvi 
September 18, 2015 

Contains Confidential Information Provided By Plains All American Pipeline LP 

Figure 59. Photograph of the mounted cross-section of corrosion products, 
Mount 195322-1, removed from Feature 1. ................................................77 

Figure 60. Photomicrographs of the mounted cross-section, Mount 195322-1, 
from the corrosion product removed from Feature 1; location 
indicated in  Figure 59. ............................................................................77 

Figure 61. Photograph of the mounted cross-section, Mount 195365-1, 
removed from across the longitudinal seam weld. Location indicated 
in  Figure 4. ...........................................................................................78 

Figure 62. XRD spectrum acquired from the corrosion products collected from 
Feature 1, identifying Goethite and Magnetite as the compounds. .................79 

Figure 63. XRD spectrum acquired from the corrosion products collected from 
Feature 2, identifying Goethite and Magnetite as the compounds. .................80 

Figure 64. EDS data collected from Mount 195370-1, mirror image of area 
indicated in  Figure 58. ............................................................................81 

Figure 65. EDS data collected from Mount 195331-1, area indicated 
in  Figure 56. ..........................................................................................82 

Figure 66. EDS line scan collected from Mount 195331-1, area indicated 
in  Figure 56. ..........................................................................................83 

Figure 67. Photograph showing the soil samples collected from below the pipe, 
8 feet U/S of GW 5930. ...........................................................................84 

Figure 68. Percent shear from Charpy V-notch tests as a function of 
temperature for transverse base metal specimens removed from the 
failure joint (Joint 5930). .........................................................................85 

Figure 69. Charpy V-notch impact energy as a function of temperature for 
transverse base metal specimens removed from the failure joint 
(Joint 5930). .........................................................................................85 

Figure 70. Percent shear from Charpy V-notch tests as a function of 
temperature for transverse base metal specimens removed from U/S 
joint (Joint 5920). ..................................................................................86 

Figure 71. Charpy V-notch impact energy as a function of temperature for 
transverse base metal specimens removed from the U/S joint (Joint 
5920). ..................................................................................................86 

Figure 72. Percent shear from Charpy V-notch tests as a function of 
temperature for transverse base metal specimens removed from D/S 
joint (Joint 5940). ..................................................................................87 

Figure 73. Charpy V-notch impact energy as a function of temperature for 
transverse base metal specimens removed from the D/S joint (Joint 
5940). ..................................................................................................87 



 
Plains All American Pipeline, L.P. 
Line 901 Release (05-19-15):  Mechanical and Metallurgical Testing 
 
 

DNV GL  –  OAPUS309DNOR (PP136049)  xvii 
September 18, 2015 

Contains Confidential Information Provided By Plains All American Pipeline LP 

Figure 74. Color profile showing the results of average thickness measurements 
performed on the laser scan dataset following discretizing the data 
into ½-inch cells.  The resulting profile is highlighted in blue and 
plotted in  Figure 47. ...............................................................................88 

 
 



 
Plains All American Pipeline, L.P. 
Line 901 Release (05-19-15):  Mechanical and Metallurgical Testing 
 
 

DNV GL  –  OAPUS309DNOR (PP136049)  1 
September 18, 2015 

Contains Confidential Information Provided By Plains All American Pipeline LP 

1.0 BACKGROUND 
Plains All American Pipeline, L.P. (Plains) retained Det Norske Veritas (U.S.A.), Inc. 
(DNV GL) to perform a metallurgical analysis and mechanical testing on a section of pipe 
from Line 901 - Las Flores to Gaviota (L901), 24-inch nominal diameter crude oil pipeline 
that failed while in service.  The failure occurred on May 19, 2015 in Goleta (Santa Barbara 
County), California at milepost (MP) 4, 33.5 feet downstream (D/S) of the nearest upstream 
(U/S) girth weld and 4.05 miles D/S of the nearest U/S pump station.  A failure of a pipe 
segment can be characterized either as a leak or a rupture; the failure on L901 is 
characterized as a leak.1 

The section of the pipeline that failed is comprised of 24-inch diameter by 0.344-inch wall 
thickness, API 5L Grade X65 line pipe steel that contains a high frequency electric resistance 
welded (ERW) longitudinal seam and was manufactured by Nippon Steel in 1986.  The 
maximum operating pressure (MOP) is 1,3412 pounds per square inch gauge (psig) (72% of 
the specified minimum yield strength [SMYS]).  The pressure at the time of failure was 
reported by Plains to be 737 psig (39.6% of SMYS) at the failure location and time of 
failure. 

The pipeline was installed in 1990 and constructed using pipe that was externally coated 
with a coal tar urethane coating on the steel substrate, 1.5-inch thick rigid polyurethane 
foam, and an external polyethylene tape.  The pipeline has an impressed current cathodic 
protection (CP) system with the nearest rectifier located 4.05 miles U/S of the failure 
location, at the Las Flores Pump Station.  A hydrostatic test was performed at the time of 
commissioning for 8 hours at 1719 psi (Gaviota Station) on November 25, 1990.  In-line 
inspection (ILI) runs, consisting of deformation and magnetic flux leakage (MFL) tools, were 
performed in 2007, 2012, and 2015. 

The failed pipe joint and 5 feet of the U/S and D/S joints were removed from the failure 
location and delivered to DNV GL in two pipe sections for analysis.   Figure 1 is a photograph 

showing the failed pipe section at the failure site, while  Figure 2 and  Figure 3 are 

                                          
1 According to the FRACTURE CONTROL TECHNOLOGY FOR NATURAL GAS PIPELINES CIRCA 2001 (the 

PRCI report superseding NG-18 Report 208), “The distinction between leak and rupture for the pipeline 
community is based on the size and configuration of the breach, not how it develops. A “leak” is characterized by 
a narrow slit-like hole with length less than the diameter, which limits the fluid volume that escapes through the 
breach. In contrast, a “rupture” involves a longer, open hole that can be bulged over its length, which is on the 
order of a diameter or longer and can permit escape of a significant fluid volume.”  Similarly, the research 
performed as part of the historical NG-18 work identified empirical equations to predict the length at which a 
feature will propagate versus pop through and arrest; the leak/rupture length.  Based on these calculations and 
visual observations, the length of the feature is consistent with a leak, arresting within the corrosion feature, and 
did not propagate outside of the feature into nominal wall-thickness pipe. 

2 Theoretical maximum operating pressure at the lowest elevation using the lowest pressure of either 80% of the 
commissioning hydro-test pressure, the 72% of SMYS, or the lowest component rating along the line segment. 
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photographs showing the pipe sections after removal from the ditch.  Pipe Section 1 (PS 1) 
was 19.05 feet in length and contained 5.05 feet of the U/S joint, the U/S girth weld, and 
15 feet of the failure joint located U/S of the failure.  Pipe Section 2 (PS 2) was 31.06 feet in 
length and contained the failure location, the D/S girth weld, a 2013 composite repair 
sleeve, and 5 feet of the D/S joint.  The objective of the analysis was to determine the 
metallurgical (or immediate) cause of the failure. 

2.0 TECHNICAL APPROACH 
The procedures used in the analysis were in accordance with industry-accepted standards.  
Five of the general standards governing terminology, specific metallographic procedures, 
mechanical testing, and chemical analysis used are as follows: 

• ASTM E7, “Standard Terminology Relating to Metallography.” 

• ASTM E3, “Standard Methods of Preparation of Metallographic Specimens.” 

• ASTM E8, “Test Methods for Tension Testing of Metallic Materials.” 

• ASTM E23, “Standard Test Methods for Notched Bar Impact Testing of Metallic 
Materials.” 

• ASTM A751, “Standard Test Methods, Practices, and Terminology for Chemical 
Analysis of Steel Products.” 

The following steps were performed for this analysis.  The protective shipping wrap was 
removed and the pipe sections were visually inspected and photographed.  The external 
polyethylene (PE) tape was removed from PS 1(PS 1-ID 100001522513) and PS 2 
(PS 2-ID 10000152251) and visually inspected and photographed.  The external pipe 
surfaces (with insulation) were laser scanned using a FaroArmTM to produce digital maps.  
Laser scanning is a non-destructive technique that uses light, in the form of a laser, to 
make very accurate three-dimensional (3D) data sets, which capture the x, y, and z 
coordinates from millions of measurements along the scanned surface.  The datasets can 
then be used to generate 3D renderings of the scanned object(s) that can be rotated, 
manipulated, and measured. 

The insulation from PS 2 was then removed and the pipe was visually inspected and 
photographed.  The coal tar coating was then removed around the failure location, areas of 
corrosion, and at the ends of each pipe section using brass mallets, putty knives, and 
methyl ethyl ketone (MEK) and/or acetone. 

                                          
3 Unique DNV GL barcode assigned to each piece of evidence. 
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Wall thicknesses, diameters, and circumferences were measured at various locations on 
PS 1 and PS 2 where coating was removed and there was no measurable corrosion.  
Corrosion products were collected from PS 2 for characterization. Analyses performed on 
these products included: (1) pH testing using litmus paper, (2) spot tests for carbonates 
and sulfides using 2-normal hydrochloric acid (2N HCl), (3) elemental analyses using energy 
dispersive spectroscopy (EDS) with a scanning electron microscope (SEM) and (4) 
compound identification using x-ray diffraction (XRD).  The pH measurements were 
obtained by placing a few drops of deionized (DI) water on the pH test paper and then the 
wetted paper was placed in contact with the surface.  The pH test paper was examined for 
color changes and compared to pH color charts. 

Swab samples were also obtained for bacteria analyses, over a standard area of 1 cm2, at 
the two locations; at an area of corrosion and area where the coating was disbonded but 
there was negligible external corrosion.  Separate swab samples were taken for serial 
dilution and microscopic analysis.  Liquid culture media for acid-producing bacteria (APB), 
sulfate-reducing bacteria (SRB), nitrate-reducing bacteria (NRB), aerobic bacteria (AERO), 
anaerobic bacteria (ANA), and iron-related bacteria (IRB) was used for the serial dilutions to 
evaluate growth of various types of bacteria.  A five vial serial dilution (1:10,000) was 
performed using each type of media.  The swab obtained for the microscopic analysis was 
fixed in 1% glutaraldehyde.  A five microliter spot was removed from the fixed sample and 
prepared for examination by drying on a microscope slide and staining with 0.1% 
fluorescein isothiocyanate (FITC).  The sample was examined using a CFI PLAN FLUOR 100X 
oil immersion objective on a Nikon Eclipse 50i epifluorescent microscope equipped with a 
FITC filter set to determine bacteria cell counts and morphology. 

Coupons containing the failure location and areas of corrosion were cut from PS 2 using 
cold-cutting techniques.  Coupon 1 contained the failure location and was full ring section 
removed between 30.66 and 35.95 feet from the U/S GW.  Coupon 2 contained external 
corrosion features further U/S from the failure location and was removed between 14.00 
and 20.60 feet from the U/S GW; between the 4- and 8-o’clock orientations.  The internal 
and external surfaces were visually inspected and photographed.  Where necessary, the 
samples were cleaned using a degreaser (LPS Presolve®) and acetone.  Ultrasonic testing 
(UT) was performed on the samples removed from PS 2, using a 1-inch by 1-inch grid 
spacing, to produce a thickness map.  The external and internal pipe surfaces of these 
coupons were laser scanned to produce a thickness contour dataset.  Magnetic particle 
inspection (MPI) was performed on the external and internal pipe surfaces of the coupon 
containing the failure location. 

The fracture surfaces were cleaned with methanol and acetone, optically examined, and 
photographed.  Samples were then removed from one of the mating fracture surfaces, 
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cleaned with Rhodine inhibited HCl solution and ENPREP® 214 to remove corrosion products, 
and examined at high magnifications in an SEM to document the fracture morphology.  
Transverse cross sections were removed from the suspected failure origin, an area of 
corrosion further U/S, and across the longitudinal seam weld.  The transverse cross sections 
were mounted, polished, and etched; see  Figure 4 for locations.  Light photomicrographs 
were taken to document the fracture and corrosion morphologies and steel microstructure.  
In addition, corrosion products collected from an area adjacent to the failure location and 
from areas of corrosion further U/S of the failure were mounted in cross-section and 
polished.  Light photomicrographs were taken to document the corrosion morphologies.  
Elemental analysis using EDS was performed to identify the elemental constituents of each. 

Soil analyses were conducted on a sample removed (in the field) approximately 8 feet U/S 
of the U/S girth weld (GW).  The soil was tested for resistivity, moisture content, pH, total 
acidity, total alkalinity, concentration of soluble anions and cations, total dissolved solids, 
and linear polarization resistance. 

Mechanical (duplicate tensile tests and full Charpy V-notch [CVN]) curves) testing was 
performed on specimens removed from the failed pipe joint and U/S and D/S joints to 
determine the tensile and fracture toughness properties.  Chemical analyses were 
performed on a steel sample removed from the failed pipe joint and U/S and D/S joints to 
determine the compositions. 

CorLASTM calculations were performed to estimate the failure pressure based on the pipe 
geometry, base metal mechanical properties, and the measured flaw profile.  This value was 
compared with the estimated pressure at the failure location. 

3.0 RESULTS AND DISCUSSION 

3.1 Visual Examination 
The pipe sections were transported to DNV GL’s facility near Columbus, Ohio in a sealed 
cargo container on a flatbed semi-truck.  The cargo container was locked and secured with 
three keyed padlocks, a serialized cargo lock, and evidence tape prior to transport.  The 
corresponding keys for the locks were distributed amongst the interested parties, such that 
no one person had access to all of the keys.  The container was then driven non-stop to a 
DNV GL storage facility.  Upon receipt, the locks and evidence tape were 
inspected.   Figure 5 is a photograph showing the container being loaded into a DNV GL 
storage facility; the four locks are identified in the figure with yellow circles. 

 Figure 6 contains photographs showing the two pipe sections in the as-received condition.  
The pipe sections were wrapped in opaque plastic wrap and boxed.  Evidence tape was 



 
Plains All American Pipeline, L.P. 
Line 901 Release (05-19-15):  Mechanical and Metallurgical Testing 
 
 

DNV GL  –  OAPUS309DNOR (PP136049)  5 
September 18, 2015 

Contains Confidential Information Provided By Plains All American Pipeline LP 

applied in the field on top of the plastic wrap approximately 1 foot U/S and D/S of the 
failure on PS 2.   Figure 7 contains photographs showing the failure location before and after 
removal of the evidence tape and protective plastic wrap at DNV GL’s facility.  The fracture 
surfaces were protected with foam insulation that was place around the clockwise (CW) 
fracture surface; shown in  Figure 7b.   Figure 8 contains photographs showing the failure 

location while on site ( Figure 8a - May 28, 2015) and at DNV GL’s facility ( Figure 8b – 
June 15, 2015).  Some red corrosion products were observed near the failure location, as 
shown in  Figure 8b.  The failure opening was 6.6 inches in length and located at the 4:15 
orientation, consisting of an irregular fracture path that opened in the clockwise (CW) 
direction looking D/S.  The U/S and D/S ends of the fracture path were located at 33.35 and 
33.9 feet, respectively, from the U/S GW.  The maximum opening measured 1.14 inches, 
approximately 33.45 feet from the U/S GW.  The failure is associated with a corrosion 
feature that measured approximately 12.1 inches axially in length by 7.4 inches 
circumferentially in width.  Additional data are presented in Section  3.1.4. 

PS 1 was 19.05 feet in length and contained 5.05 feet of the U/S joint, the U/S girth weld 
(GW) and 14 feet of the failure joint U/S of the failure.  Pipe Section 2 was 31.06 feet in 
length and contained 26.06 feet of the failure joint, including the failure location, the D/S 
GW, a 2013 composite repair sleeve, and 5 feet of the D/S joint.  PS 2 was 31.06 feet in 
length and contained the failure location, the D/S GW, a composite repair sleeve, and 5 feet 
of the D/S joint.  Reference markings were identified on each pipe section noting the top-
dead-center (TDC) and the location of each girth weld.  A stamp was identified on the 
internal surface of the failure joint towards the D/S end, adjacent to GW 5940.   Figure 9 is a 
photograph showing the stamp; “NIPPON”, “24”, and other indiscernible characters were 
observed. 

3.1.1 External Polyethylene Tape 
An external polyethylene tape (external surface of the rigid polyurethane insulation) was 
present on PS 1 and PS 2,  Figure 2 and  Figure 10 respectively.  The tape is installed in a 
white condition; however, exposure to the soil and released product discolored the tape to 
varying shades of brown.  Areas of decohesion from the insulation substrate were observed 
in varying degrees along the length of the two pipe sections.  The most pronounced areas 
were located near the failure location, as shown in the photographs presented at the bottom 
of  Figure 10. Cracks were also observed in the PE tape, primarily at the 12- and 6-o’clock 

orientations; some of the cracks are identified in  Figure 10.  Wrinkles in the tape were 
observed along the entire length of both pipe sections on the bottom half of the pipe (2:00 
to 10:00 orientation). 
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The PE tape was removed from each pipe section, aligned as it was on the pipe, and visually 
inspected and photographed.   Figure 11 is a photograph of the internal surface of the tape 
looking D/S.  The original white coloration of the PE tape is apparent in the figure along with 
bands of product at the 4:00 and 7:00 orientations, which appear to correlate with the 
wrinkle bands in the tape along the pipe section.  In general, the areas exhibiting wrinkles 
were disbonded or partially disbonded from the insulation and were much easier to remove 
from the pipe section.   Figure 12 and  Figure 13 are photographs showing the internal and 
external surfaces of the PE tape at the failure location, respectively.  Similar to other areas 
along the pipeline, cracking and wrinkles in the PE tape were observed near the failure 
location.  The cracks in the tape were located at the 6:00 orientation, while the wrinkles 
were located at the 4:00 and 7:00 orientations. 

3.1.2 Rigid Polyurethane Insulation 
The polyurethane (PU) insulation was visually inspected after the PE tape was 
removed.   Figure 14 contains photographs from two location along PS 2; the U/S end and 
the failure location.  The insulation exhibited impressions corresponding to the wrinkles 
observed in the PE tape and, at one location a small crack in the insulation was identified 
within a wrinkle impression, refer to  Figure 15.  The white contrast paint evident in the 
figure was applied to the insulation to facilitate laser scanning and visual inspection.  
Compression of the insulation was also observed at locations along the 6:00 orientation; 
two locations are identified  Figure 14.  Additional detail is provided in Section  3.2. 

The insulation adjacent to the failure location was removed at the 6:00 orientation, refer 
to  Figure 16.  Wedged between the insulation and the pipe surface was a piece of corrosion 

product, which was collected and bagged.   Figure 17 is a photograph showing the corrosion 
product.  The corrosion product is dark, saturated with oil, and rigid.  The insulation was 
partially saturated with a clear liquid.   Figure 18 contains photographs showing the 
insulation in cross-section.  The liquid line is evident in the lower-left photograph.  At this 
location, the insulation is saturated near the external surface, while the middle photograph 
shows saturation that is through the full thickness of the insulation.  In addition, 
signification compression of the insulation was observed at this location (center photo).  The 
compressed thickness measured 0.276 inches as compared to the nominal thickness of 1.5 
inches, which corresponds to over 80% compression.  In general, the compressed insulation 
was located on the bottom of the pipe and areas of saturation were within the compressed 
areas.  A pH measurement was also made at a saturated location along the insulation using 
pH paper; location identified in  Figure 17.  The pH was between 6 and 7. 
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3.1.3 Coal Tar Urethane Coating 
The thickness of the coal tar coating was measured using micrometers on a piece that 
disbonded near the failure location; area shown in  Figure 16.  The average of four 
measurements was 0.043 inches, which corresponds closely with measurements performed 
further U/S (~20 feet U/S from failure location) that averaged 0.040 inches.   Figure 19 is a 
photograph showing the removal of the PU insulation and coal tar coating.  Along the 
underside of the pipe, the insulation and coal tar coating came off together, such that the 
coal tar coating had disbonded from the pipe surface.  At this location, released product can 
be seen along the mating surfaces of the pipe and coating. 

Disbondment of the coal tar coating was also observed further U/S on PS 2 at areas where 
released product did not reach, refer to  Figure 20.  Disbondment was associated with large 
corrosion cells, evident in the figure, and in areas where no deep corrosion was observed, 
but exhibited a layer of fine corrosion products on the pipe surface.  Approximately 28 feet 
from the U/S GW on PS 2 an area of blistered coal tar coating was observed; refer 
to  Figure 21.  The insulation against this area was moist, but there was no significant 
corrosion associated with this location.  A syringe was used to extract fluid contained within 
one of the blisters from which a pH measurement was made using pH paper.  The pH was 
between 6 and 7, consistent with the pH measurement performed on a piece of saturated 
insulation adjacent to the failure location described above. 

3.1.4 Carbon Steel Line Pipe 
Following removal of the PE tape, PU insulation, and areas of coal tar coating that had 
disbonded from PS 2, the pipe section was visually inspected.  Areas of corrosion were 
observed on the external surface surrounding the failure location and approximately 14 to 
20 feet U/S of the failure location on the bottom of the pipe.  The larger features are 
identified in  Figure 22 through  Figure 25; a summary of the feature dimensions and 

locations is presented in  Table 1.  The corrosion features were located on the bottom of the 
pipe section in or adjacent to areas that exhibited disbondment of the coal tar coating and 
compression in the adjacent PU insulation.  The corrosion products were dry, rigid, and 
magnetic.  At some locations, a putty knife was required to separate the corrosion products 
from the pipe body.  For the most part, the products associated with each corroded area 
came off in one piece that was non-friable in nature.  The products were dark brown to 
black or charcoal in appearance and could be handled while remaining intact.  The products 
also appeared to be layered. A Dremel® rotary tool was ultimately used to cut through some 
of the products for the metallography presented in Section  3.6.  The corrosion products 

from each of the features identified in  Table 1 were collected for subsequent analyses. 
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A 5.3-foot ring coupon (Coupon 1) containing the failure location and Features 3 through 6 
was cut from PS 2.  The cuts were made at 30.66 and 35.95 feet from the U/S GW.  
Similarly, a 6.6-foot coupon (Coupon 2) was cut from U/S end of PS 2 capturing Feature 1 
and Feature 2.  The longitudinal cuts were made at approximately the 4:00 and 8:00 o’clock 
orientations. 

Circumferences/diameters and wall thicknesses were measured on the U/S end of PS 1 (U/S 
Joint), D/S end of PS 2 (D/S Joint), and on the U/S and D/S ends of the ring section 
containing the failure location.  The measurements were made in areas with no coating or 
measurable corrosion.  The diameters were measured using a Pi tape and are shown 
in  Table 2.  The diameter meets API 5L tolerances for 24-inch nominal diameter pipe.  The 
diameters were measured with a tape measure from the 3 to 9 o’clock and 12 to 6 o’clock 
orientations.  The diameters varied from 24.0 to 24.1 inches, indicating no significant 
ovality, as shown in  Table 2 .  The wall thickness was measured at the 12, 3, 6, and 9 

o’clock orientations at the same locations described above; see  Table 3 for details.  The wall 
thickness values ranged from 0.356 to 0.362 inches.  These wall thickness values meet API 
5L tolerances for a nominal wall thickness of 0.344 inches.4 

The 5.3-foot long ring coupon was cut longitudinally at the 3:00 and 9:00 o’clock 
orientations to facilitate examination of the internal surface.   Figure 26 contains 
photographs showing the external and internal surfaces of the bottom-half of the ring 
coupon.  There was no observable corrosion on the internal surface.  A small, superficial, 
mill anomaly was identified approximately 6 inches D/S from the failure opening. 

3.1.5 Composite “Armor Plate” Sleeve 
The composite repair sleeve installed on May 13, 2013, was comprised of composite Armor 
Fiber® and cured resin, overlaid with a green two-part epoxy.  There were no indications of 
water ingress or disbondment of the two-part epoxy.  The repair was removed by cutting, 
chiseling, and ultimately sand blasting.   Figure 27 contains photographs showing the pipe 
before and after removal of the repair sleeve.  Throughout the removal process, the pipe 
section was visually inspected for indications of discoloration and corrosion to determine if 
additional corrosion had occurred following installation of the sleeve in 2013.   Figure 28 is a 
photograph showing the primary feature that was repaired in 2013 after the composite 
sleeve was removed.  There was no evidence of discoloration or additional corrosion 
associated with the feature; additional discussion and depth measurements are presented in 
Section  3.2. 

                                          
4 API 5LX, 35th Edition, May 1986. 
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The two-part epoxy and resin were well-adhered, precluding electrolyte from reaching the 
pipe surface and thus, eliminating additional corrosion of the feature.  Similarly, there is no 
evidence that the repair influenced corrosion of the feature that ultimately failed, i.e. 
galvanic couple.  Without an ionic pathway through the electrolyte there is no means by 
which to setup such a cell. 

3.2 3D Laser Scanning 
The external surfaces of PS 1 and PS 2 were laser scanned, using a FaroArmTM, following 
removal of the external polyethylene tape.  Similarly, the failure opening and corrosion 
features along the external surfaces of the pipe section (and the corresponding internal 
surfaces) were also laser scanned once the polyurethane insulation was removed.  The 
datasets were aligned using reference magnets placed along the pipe sections prior to 
scanning.  With the exception of Feature 1, the features were cleaned with a soft-bristled 
brush, brass-bristles brush, and methanol and/or acetone.  The corrosion products within 
Feature 1 were left intact for metallographic examination (Section  3.6).  As a result of 
scanning the internal and external surfaces of the pipe at and around the corrosion features, 
a remaining wall thickness profile was generated to show the extent of corrosion for each 
feature. 

 Figure 29 contains renderings of the aligned dataset, highlighting the areas of corrosion on 
the U/S end of PS 2 (Feature 1 and Feature 2).  The pipe was rotated such that the viewing 
direction is normal to the 6:00 orientation.  From this perspective, areas of corrosion are 
clearly visible along the 6:00 orientation.  The transparency of the polyurethane dataset on 
PS 2 was set to 30% providing an opportunity to identify any correlation between features 
on the insulation and areas of corrosion.  It is clear from these data that the corrosion 
features are located at or adjacent to areas of compressed insulation. 

Similarly,  Figure 30 contains renderings highlighting the areas of corrosion at or near the 
failure location (Features 3-6).  Consistent with the observations above, the corrosion 
features are located at or adjacent to areas of compressed insulation.   Figure 31 is a 
rendering showing Feature 4; the failure location.  The maximum depth of each feature was 
determined, based on a measured nominal wall thickness of 0.359 inches, from the laser 
scan data and are presented in  Table 1.  Various thickness measurements were made 
slightly offset (~0.100 inches circumferentially) from the fracture path to provide data that 
would not contain necking, providing a better representation of the wall thickness just prior 
to the failure.  A rendering showing the measurement locations is provided in  Figure 32, 

while the data is given in  Table 4.  Based on this, the maximum depth of Feature 4 was 
0.318 inches or 89% of the measured wall thickness.  The failure opening measured 6.55 
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inches in length with a maximum opening of 1.10 inches, which are consistent with the 
measurements made during the visual examination. 

The corrosion areas associated with the 2013 repair were also laser scanned.   Figure 33 is a 
rendering showing the thickness profile of the deepest feature.  The maximum corrosion 
depth was 0.220 inches, which corresponds closely to the maximum depth (0.228 inches) 
and location within the feature identified in 2013 prior to sleeving the pipe section.  It’s 
possible that the discrepancy is due to remnant resin still present within the feature prior to 
laser scanning. 

3.3 Ultrasonic Testing 
Ultrasonic testing was performed on the coupons identified in  Figure 29 and  Figure 30.  
Thickness measurements were made at 1-inch intervals along a 1 × 1-inch grid that was 
applied to the internal surfaces of each coupon.   Figure 34 is a photograph of the grid 
applied to the coupon containing the failure location.  The corresponding measurements are 
provided in  Figure 35; however, the data or the photograph in  Figure 34 would need to be 
mirrored to match one another, as the data is provided as observed from the external 
surface.  Similar measurements were made on the coupon containing Feature 1 and 
Feature 2.  These data are presented in  Figure 35 and  Figure 36, respectively.  The data are 
provide with a color overlay; dark red being the thinnest remaining wall thickness.  Similar 
measurements were made on the coupon containing Feature 1 and Feature 2.  The results 
from Feature 2 are provided in  Figure 37.  The UT data agreed very well with the laser scan 
data, and given the increased lateral resolution of the laser scan data, subsequent 
discussions and depth data presented in this report are based on the laser scan datasets. 

3.4 Magnetic Particle Inspection 
Magnetic particle inspection was performed on the internal and external surfaces 
surrounding the failure location.  There were no features or anomalies identified. 

3.5 Fractographic Examination 

3.5.1 Optical 
  Figure 38 contains photographs of the clockwise (CW) and counterclockwise (CCW) fracture 

surfaces,  Figure 38a and  Figure 38b, respectively following cleaning with a degreaser and 
methanol and/or acetone.  The fracture surfaces are brown in color and slanted with respect 
to the radial direction. 
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  Figure 39 contains stereo light photomicrographs of representative locations along the CW 
fracture surface following cleaning with a degreaser and methanol and/or acetone [(a), (b), 
(c)] and one location following cleaning with Rhodine inhibited HCl acid and ENPREP® 214 
[(d), (e)].  As shown in  Figure 39a and  Figure 39c, the fracture surface is tapered or slanted 
through the thickness.  This is a typical characteristic of ductile overload.  Similarly, the 
fracture surface along its length is wavy and has characteristics of ductile tearing and 
overload.   Figure 39d and  Figure 39e are micrographs of the regions shown in  Figure 39b 
following cleaning with Rhodine inhibited hydrochloric (HCl) acid and ENPREP® 214.  At this 
location, two unique morphologies are present; Region 1, which has a dull/matte finish and 
is associated with the areas along the slanted fracture surface, and Region 2, which is more 
reflective and at a shallower angle with respect to the outer or inner surfaces.  These areas 
are identified in  Figure 39e.  Region 2 extended the deepest at this location, approximately 
33.76 feet from the U/S GW, along the fracture surface. 

3.5.2 Scanning Electron Microscopy 
  Figure 40 is an SEM image of the area identified in  Figure 39e along the CW fracture surface 
(Sample 195367-1; 33.76’ from the U/S GW).  The white dashed line indicates the interface 
between Region 1 and Region 2.    Figure 41 is a higher magnification SEM image showing 
the transition between Region 1 and Region 2.  Region 2 is relatively smooth with spherical-
shaped impressions, while Region 1 appears rough with smaller topographical 
features.   Figure 42 contains a high magnification SEM image in Region 1, near the ID.  The 
fracture surface at this location exhibits dimples, which are characteristic of ductile 
overload.    Figure 43 contains a high magnification SEM image in Region 2, near the ID 
surface.  The fracture surface is nondescript having a corroded appearance and is 
inconsistent with a typical fracture morphology, indicating that this region was present prior 
to the failure.  This observation coupled with the oblique angle of the surface and visual 
appearance indicates that Region 2 is associated with external corrosion. 

 Figure 44 is an SEM image from a representative location along the fracture surface 
exhibiting a shear or slanted fracture surface (Sample 195367-2, 33.55’ from the U/S GW).  
At higher magnification ( Figure 45), a rough-dimpled appearance, consistent with ductile 
overload, was observed.  The dimples are elongated in the vertical direction as shown in the 
figure, which is consistent with the orientation of the sheared fracture plane. 

3.5.3 Fracture/Corrosion Profile 
Using the observations of the optical and SEM fractographic examinations, a fracture profile 
was generated showing the boundary of Region 1.  Measurements were made along the 
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fracture surface at 5 mm intervals, refer to  Figure 46.  The resulting data are plotted 

in  Figure 47 as measured (remaining) wall thickness versus distance to U/S GW.  Given that 
plasticity/ductility was observed along the fracture surface, the measured thickness of 
Region 1 is not necessarily representative of the remaining wall thickness prior to failure.  
This is due to necking of the material, a process governed by the Poisson effect, whereby 
tensile strain on one direction (i.e. circumferential) results in compressive strain in the other 
two perpendicular directions (i.e. radial and longitudinal) for isotropic materials; such as 
steel.  Therefore, the thickness of Region 1 was larger than the measured values prior to 
failure.  For this reason, two additional profiles are presented in the figure using the laser 
scan data; one based on a ½-inch by ½-inch grid, which will be discussed in Section  3.12 

and one based on the measurements made adjacent to the fracture surface ( Figure 32), 
approximately 0.100 inches circumferentially, presumably at locations not heavily influenced 
by necking. 

3.6 Metallographic Examination 
 Figure 48 is a photograph of the transverse metallographic cross-section 
(Mount 195367-1b) removed from across the fracture surface at approximately 33.76 feet 
D/S of the U/S GW; same location identified in  Figure 41.  The corrosion profile near the 
failure opening is relatively uniform; however, transitions sharply with a steep side wall 
approximately 15 mm CCW from the opening.   Figure 49 is a photomicrograph showing the 

two mating fracture surface in the etched condition.   Figure 50 is a photomicrograph 
showing the mating CW fracture surface. With the exception of a small ligament at the 
internal surface, there were no obvious indications of plasticity corresponding to Region 1.  
This suggests that the preexisting corrosion feature was almost through-wall at this location 
just prior to failure.  In comparison, the mating CCW fracture surface, presented 
in  Figure 51, exhibited grain elongation and deformation, consistent with plasticity and the 
results obtained from the SEM examination showing dimpled failure in Region 1.  The 
discrepancy between microstructural characteristics of the CW and CCW surfaces at this 
location is due to a small misalignment between the two mating fracture surfaces when the 
transverse cuts were made to produce the metallographic cross-section. 

 Figure 52 and  Figure 53 are representative photomicrographs showing the corrosion 
morphology along the external surfaces of Mount 195367-1b.  The corrosion is scalloped in 
most cases ( Figure 52), and the remaining corrosion products exhibit a layered texture with 
alternating light and dark bands.  However, at the base of some of these scallops, some 
undercutting was also observed, as shown in  Figure 53.   Figure 54 is a photomicrograph 
showing the typical microstructure of the base metal.  The microstructure consists of ferrite 
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(white areas) and fine pearlite (gray areas).  This microstructure is consistent with the 
vintage and grade of the steel. 

 Figure 55 is a photograph of the transverse metallographic cross-section (Mount 195331-1) 
removed from the corrosion products associated with Feature 4; collected adjacent to the 
failure location.  At this location, the thickness of the product is approximately 0.55 inches.  
Droplets of oil can be seen on the surface of the mount, as the photograph was taken 
following the SEM examination in which the mount was pumped down to low pressures to 
facilitate observation in the SEM.   Figure 56 contains photomicrographs through the 
thickness of the corrosion product.  The morphology of the corrosion products are similar 
throughout, consisting of alternating light and dark layers. 

 Figure 57 is a photograph of the transverse metallographic cross-section (Mount 195370-1) 
removed through Feature 1, at approximately 16.65 feet D/S of the U/S GW; feature 
identified in  Figure 22.  The corrosion depth is much less severe at this location and the 

profile is relatively uniform.  At higher magnification ( Figure 58), the corrosion products 
exhibit a similar layered morphology as those observed near the failure 
location;  Figure 52.   Figure 59 is a photograph showing the transverse metallographic cross-
section (Mount 195322-1) removed from the corrosion products associated with Feature 1.  
At this location, the thickness of the product is approximately 0.40 inches.  Consistent with 
the other corrosion products, the morphology contains alternating dark and light layers; 
refer to  Figure 60. 

 Figure 61 is a photograph showing the transverse metallographic cross-section remove from 
the longitudinal seam weld of the failure joint.  At higher magnification, an hourglass shape 
(associated with a heat affected zone) can be observed, characteristic of a high-frequency 
electric resistance weld (ERW). 

3.7 Solid Sampling of Corrosion Products 

3.7.1 pH Testing and Qualitative Spot Testing 
The pH of the external corrosion products collected from Feature 5 was determined using 
deionized (DI) water and pH test paper.  The pH of the deposits was 5 to 6 and the pH of 
the DI water used in the analysis was also 5 to 6. 

Qualitative spot testing, using 2N HCl, was performed on three external corrosion products 
collected from Feature 1, Feature 2, and Feature 5.  Portions of the samples were placed in 
vials with lead acetate tape and a few drops of the HCl were placed on the products.  
Vigorous bubbling is a positive indication for the presence of carbonates.  A rotten egg odor 
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and/or discoloration of lead acetate tape are positive indications for the presence of sulfides.  
All samples tested negative for both carbonates and sulfides. 

3.7.2 X-ray Diffraction 
X-ray diffraction was performed on corrosion products collected from Feature 1 and Feature 
2.  The resulting spectrum for each is presented in  Figure 62 and  Figure 63, respectively.  
The compounds identified for each were goethite (FeOOH) and magnetite (Fe3O4).  Goethite 
is one of the most thermodynamically stable iron oxides under aerobic (high oxygen) 
conditions.  Conversely, magnetite is metastable phase formed under low oxygen 
conditions. 

3.7.3 Energy Dispersive Spectroscopy 
Energy dispersive spectroscopy was performed on the corrosion products captured in the 
metallographic cross-sections.   Figure 64 contains the results of EDS scans performed on 
the corrosion products in Mount 195370-1, associated with Feature 1.  EDS scans were 
performed within the layered regions identified in the metallographic examination.  The 
results are summarized in  Table 5.  The two primary constituents are iron (Fe) and oxygen 
(O), which are characteristic of iron oxides.  Small quantities of chlorine (Cl) were identified, 
likely associated with chlorides, while most of the other constituents are elements common 
to line pipe steels.  A relatively high concentration of copper (Cu) was identified in Scan 1 
(8 wt.%), which is atypical of line pipe steel and may be associated with deposits from 
groundwater.  The other three scans identified typical concentrations of Cu. The light area, 
Scan 3, has an O content of 29.24 wt.%, while the darker bands, Scan 2 and Scan 4, have 
an average oxygen content of 36.88 wt.%.  Given that the XRD analyses identified goethite 
and magnetite as the two compounds associated with the corrosion products, these values 
were compared to the calculated oxygen content for goethite (36 wt.%) and magnetite (28 
wt.%).  These values correlate very closely, indicating that the light areas are likely 
magnetite and the darker areas are likely goethite. 

 Figure 65 contains the results of EDS scans performed on the corrosion products on Mount 
195331-1, associated with Feature 4.  Similar results were obtained for the layers identified 
in the cross-section.  The results are summarized in  Table 5, which again shows that the 
compositions of the light layers correspond to magnetite and the compositions of the darker 
layers correspond to goethite.  The variation in oxygen content is apparent in the line scan 
presented in  Figure 66, which illustrated the decreased oxygen content of the lighter layer. 
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3.8 Microbiological Analyses 
The external surface of the pipe section was swabbed (at DNV GL) over a standard area of 
approximately 1 cm2 for bacterial analysis.  The swabs were taken from the bottom of 
Feature 1, 16.65 feet D/S from the U/S GW and from an area beneath disbonded coal tar 
coating with no significant corrosion; approximately 5 inches CCW from Feature 1.  
Separate swab samples were taken from each location for the serial dilution and microscopic 
examination analyses.  The results of the microbiological analyses are discussed below. 

3.8.1 Serial Dilution – Liquid Culture Media 
  Table 6 shows the results of the bacteria serial dilution testing for the swab samples 
collected from the pipe section.  The results reveal a positive indication for five types of 
bacteria (APB, AERO, ANA, IRB, and NRB) at the corrosion feature, while there were no 
positive indications for bacteria at the area away with no significant corrosion.  As seen in 
the table, the highest concentration of bacteria detected was 100 bacteria per cm2, which is 
a relatively low value. 

3.8.2 Microscopic Examination for Total Bacteria 
The swabs collected from Feature 4 and from the area away were fixed in 1% 
glutaraldehyde and examined using epifluorescent microscopy.  The practical minimum 
detection limit for this method is approximately 103 cells/ml of fixed sample.  The results of 
the analysis are provided in   Table 7.  As seen in the table, rod-shaped cells were detected 
for the swab samples removed at Feature 1 and an area of no apparent corrosion.  The 
calculated concentration of cells for the swab samples were 1.70 × 104 cells/mL and 2.8 × 
104 cells/mL.  This type of microscopic examination does not differentiate between living 
and non-living organisms. 

3.9 Soil Testing 
DNV GL collected six (6) soil samples from the dig site at the failure location.  Two samples 
were collected from under the pipe at each of the three locations: 8 feet U/S of GW 5930 
(IDs 10000151761 & 10000151762), 2 feet D/S of failure location (IDs 10000151753 & 
1000151759), and 12.5 feet D/S of GW 5940 (IDs 10000151754 & 10000151755).  The 
only samples not contaminated with product were the samples collected 8 feet U/S of GW 
5930.   Figure 67 is a photograph showing the soil samples collected 8 feet US of GW 5930.  
The samples were placed in a cooler with ice packs and shipped to DNV GL’s laboratory for 
testing.  One of the uncontaminated samples (Sample 10000151761) was sieved in order to 
conduct the testing. 
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Testing was conducted to determine the physical and chemical properties of the sample, 
including: (1) resistivity, (2) moisture content, (3) pH, (4) soluble anions [Cl-, SO4

2-, S2
-, 

NO2
-, NO3

-, CO3
2-, HCO3

-], (5) soluble cations [K+, Ca2+, Mg2+, Na+], (6) total alkalinity, (7) 
total acidity, (8) linear polarization resistance, and (9) total dissolved solids (TDS).  The 
results of the analyses are provided in  Table 8 through  Table 10. 

The sample exhibited relatively low levels of nitrate (NO3
-), chloride (Cl-) and carbonate 

(HCO3
-) and high levels of sulfate (SO4

2-) anions; 115, 117, 204, and 3600 mg/L, 
respectively.  The soil resistivity decreased from 3,800 ohm-cm in the as-received condition 
to 400 ohm-cm when saturated.  Based on these data, the soil is considered corrosive.5  
Corrosion rates were determined for the soil sample in the as-received and saturated 
condition using linear polarization resistance (LPR).  The resulting corrosion rates were 2.5 
and 2.7 mils per year (mpy), respectively. 

3.10 Mechanical Testing 
The results of tensile testing of duplicate, transverse base metal specimens removed from 
the pipe joint that failed and the U/S and D/S joints are shown in  Table 11.  The average 
yield strength (YS) and ultimate tensile strength (UTS) of Joint 5930 were 64.8 ksi and 
84.0 ksi, respectively.  The average YS of the base-metal samples is marginally lower than 
the minimum YS requirements for API 5L X65 line pipe steel of 65.0 ksi.  The average is 
based on two tests values of 65.2 and 64.4 ksi.  The average UTS of the base-metal 
samples meets the minimum UTS requirements for API 5L X65 line pipe steel of 80 ksi.  The 
tensile properties of the U/S and D/S joints meet the requirements for API 5L X65 line pipe 
steel, as shown in  Table 11. 

 Table 12 -  Table 14 summarize the results of the Charpy testing for the transverse base 

metal samples while  Figure 68 through  Figure 73 show the corresponding Charpy percent 
shear and impact energy curves.  An analysis of the data for the base metal specimens from 
the failure joint, Joint 5930, indicates that the 85% fracture appearance transition 
temperature (FATT) is -58.5°F and the upper shelf Charpy energy is 164.8-ft·lbs, full size.  
These are very good values and typical for modern line pipe steels.  The CVN test results 
can be adjusted to determine the 85% FATT that would be expected for full-scale pipe by 
applying temperature shifts to the data.  This method (full-scale) adjusts the 85% FATT 
obtained from the Charpy tests to a predicted FATT from the Battelle Drop-Weight Tear Test 
(BDWTT).  The predicted 85% FATT from the BDWTT test most closely represents the 

                                          
5 Peabody’s Control of Pipeline Corrosion, 2nd Edition, Table 5.5 and Table 5.7. 



 
Plains All American Pipeline, L.P. 
Line 901 Release (05-19-15):  Mechanical and Metallurgical Testing 
 
 

DNV GL  –  OAPUS309DNOR (PP136049)  17 
September 18, 2015 

Contains Confidential Information Provided By Plains All American Pipeline LP 

expected FATT for full-scale pipe wall material.6  The full-scale brittle to ductile transition 
temperature for the failure joint, based on a pipe wall thickness of 0.359 inches, is shown 
in  Table 15.  The pipe joint is expected to exhibit ductile fracture behavior above -78.4°F.7  

The values for the U/S and D/S joints are also provided in  Table 15.  The toughness 
properties of these joints also are very good but not quite as good as the failure joint. 

3.11 Chemical Analysis 
The results of the chemical analyses performed on samples removed from the failure joint 
and the U/S and D/S pipe joints are shown in  Table 16.  The results show that the pipe 
joints meet the composition specifications for API 5L X65 line pipe steel at the time of 
manufacture. 

3.12 Failure Pressure Analysis 
CorLAS™ (Version 3.02) was used to perform Remaining Strength (RSTRENG) calculations 
to estimate the failure pressure incorporating the effective-area methodology.  The 
calculations were based on the measured mechanical properties and dimensions of the 
failure joint, and the measured flaw profile.  Three flaw profiles were considered for the 
analysis: 

• Case 1: Measurements made along the fracture surface combined with laser scan 
data on either end of the failure opening, within Feature 4; the black 
profile presented in  Figure 47. 

• Case 2: The laser scan data and measurements made adjacent to the fracture 
surfaces, presumably in areas where necking/plasticity was minimized; 
the blue profile presented in  Figure 47. 

• Case 3: The laser scan data and discretizing corrosion Feature 4 into ½-inch cells; 
columns running axial and rows running circumferential.  The average 
depth for each cell was determined and the lowest values identified within 
each column were then used to generate the flaw profile; refer 
to  Figure 74 and  Figure 47 (green profile).8 

The measured flaw profiles, presented in  Figure 47, were fed into CorLAS™ whereby an 
algorithm converted each profile into an equivalent semi-elliptical flaw.  These effective (or 

                                          
6 W. A. Maxey, J. F. Kiefner, R. J. Eiber, Brittle Fracture Arrest in Gas Pipelines,” NG-18 Report No. 135, A.G.A. 

Catalog No. L51436, April 1983, Battelle Columbus Laboratories. 
7 Rosenfeld, M.J., “A Simple Procedure for Synthesizing Charpy Impact Energy Transition Curves from Limited 

Test Data,” International Pipeline Conference, Volume 1, ASME, 1996, Equation 1. 
8 The average thickness for each cell was used (instead of minimum values) due to meshing effects along the 

fracture surface that provided unrealistic minimum wall thickness values as a result of the slanted fracture 
surfaces. 
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equivalent) flaws were used to estimate the failure pressure.  The results of the analysis are 
presented in  Table 17.  The calculated failure pressure for Case 1, Case 2, and Case 3 are 
474 psig, 759 psig, and 763 psig, respectively. 

The estimated pressure at the failure location at the time of the failure was reportedly 737 
psig, which is in very good agreement with the estimated failure pressures for Case 2 and 
Case 3.  As discussed previously, the estimated failure pressure for Case 1 is 
underestimated due to the presence of necking that resulted from the overload event.  
Additional results of the analysis, and a description of CorLAS™, are summarized in 
Appendix A. 

4.0 DISCUSSION AND CONCLUSIONS 
External corrosion was identified at several locations along the failed pipe section, including 
the corrosion feature that ultimately failed on May 19, 2015.  The corrosion features are 
located in areas where the external polyethylene tape, thermal polyurethane insulation, and 
coal tar enamel were compromised, allowing the ingress of moisture to facilitate aqueous 
corrosion.  Cracking in the polyethylene tape, as well as wrinkles, provided pathways for 
water to collect against the bottom of the pipe section.  This in turn may have initiated 
and/or accelerated the breakdown of the thermal insulation that resulted in compression of 
the insulation and breakdown of the cellular structure, causing water absorption and 
retention.  The presence of goethite and magnetite in a layered morphology is consistent 
with aqueous corrosion under wet-dry cycling.9  When oxygen transport is high, such as 
during the drying stages when the electrolyte is relatively thin, goethite is the stable oxide.  
However, during saturated conditions or when oxygen is limited (i.e. thick products), 
magnetite is predominant.  The alternating nature of the layers suggests that external 
variables, such as rain, drainage, and operating temperature contributed to the corrosion 
process. 

The term corrosion under insulation (CUI) may be defined as external corrosion of carbon 
steel piping, pressure vessels, and structural components resulting from water trapped 
under insulation.10  Although typically associated with above-ground piping, CUI is the 
appropriate corrosion mechanism for this particular failure given the contributing role of the 
thermal insulation to the corrosion process.  Thus, the results of the analyses indicate that 
CUI was the primary corrosion mechanism, facilitated by wet-dry cycling.  Although bacteria 
were identified at a corrosion feature sampled U/S of the failure location, the quantities 
were low and the layered morphology within the corrosion products is not necessarily 

                                          
9 Nasrazadani, S. and Raman, A., Formation and Transformation of Magnetite (Fe3O4) on steel surfaces under 

Continuous and Cyclic Water Fog Testing, Corrosion, 1993. 
10 API Recommended Practice 583, Corrosion Under Insulation and Fireproofing, May 2014. 
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consistent with MIC, particularly given that the corrosion products are extremely rigid.  
Therefore, there is no strong evidence to indicate that MIC contributed to the observed 
corrosion.  A summary of our observations are provided below. 

Summary of Observations 

• The failure was associated with an external corrosion feature located 33.50 feet from 
the upstream girth weld, at the 4:24 orientation (center of corrosion feature). 

• The dimensions of the corrosion feature were 12.1 inches axially by 7.4 inches 
circumferentially.  The maximum depth, as measured using laser scan data, was 
0.318 inches or 89% of the measured wall thickness (0.359 inches). 

• The failure opening was 6.6 inches in axial length, with the upstream and 
downstream ends located 33.35 and 33.9 feet from the upstream girth weld. 

• The maximum circumferential dimension of the failure opening was 1.14 inches, 
approximately 33.45 feet from the upstream girth weld, at the 4:15 orientation. 

• The fracture surfaces exhibited ductile overload. 

• Cracking and wrinkling were observed within the polyethylene tape. 

• Compression was observed within the polyurethane insulation at areas on the bottom 
of the pipe.  These areas were saturated with moisture. 

• Disbondment of the coal tar coating was observed on the bottom of the pipe along 
the length of Pipe Section 2. 

• External corrosion features, including the feature associated with the failure, were 
identified at or adjacent to areas of saturated, compressed insulation. 

• The corrosion products were rigid, non-friable, and, at some locations, well adhered 
to the pipe section.  The products consist of alternating layers of goethite and 
magnetite. 

• No evidence of internal corrosion was observed along the length of the pipe sections 
inspected. 

• The average yield strength (YS) for the failure joint is marginally lower than the 
minimum YS requirements for API 5L X65 line pipe steel of 65.0 ksi.  The average is 
based on two tests values; one slightly higher (65.2 ksi) and one slightly lower 
(64.4 ksi) than the requirement.  The average ultimate tensile strength (UTS) of the 
failure joint meets the minimum UTS requirements for API 5L X65 line pipe steel of 
80 ksi. 

• The Charpy V-notch (CVN) properties of the base metal are typical for the vintage 
and grade of line pipe steel. 
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• The chemical composition of the base metal meets requirements for the vintage and 
grade of line pipe steel. 

• The microstructure of the base metal is typical for the vintage and grade of line pipe 
steel. 

• The CorLAS™ predicted failure pressure for the failed joint was calculated to be 
approximately 760 psig, which is in very good agreement with reported pressure at 
the failure location and time of failure (737 psig). 
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Table 1. Summary of the locations and dimensions of corrosion features identified during the laboratory examination on the 
external surface of PS 2. 

Corrosion Feature 
(2015 ILI “Log Dist.”) 

Distance from 
U/S GW to 

Center of Feature 
(feet) 

Axial 
Length 
(inches) 

Distance from 
TDC to Center 

of Feature, 
Clockwise 
(inches) 

Circumferential 
Length 
(inches) 

O’clock 
Orientation 

(TDC to Center 
of Feature) 

Maximum Depth 
from Laser 
Scan Data11 

(inches) 
Feature 1 
(21367.67) 16.55 8.3 43.00 7.7 6:50 0.112 (31%) 

Feature 2 
(21368.88) 
(21369.26) 
(21369.49) 
(21369.56) 
(21369.57) 
(21369.99) 
(21370.13) 
(21370.48) 

18.61 21.9 40.30 9.8 6:24 0.199 (55%) 

Feature 3 
(21382.40) 31.52 7.7 35.60 17.2 5:40 0.208 (58%) 

Feature 4 
(21384.17) 
(21384.38) 
(21484.39) 
(21484.54) 
(21484.58) 
(21384.63) 

33.50 12.1 27.75 7.4 4:24 0.318 (89%) 

Feature 5 33.83 1.8 44.80 2.2 7:00 0.025 (7%) 

Feature 6 
(21385.39) 34.32 2.8 30.10 2.8 4:48 0.122 (34%) 

                                          
11 Based on measured nominal wall thickness of 0.359 inches. 
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Table 2. Results of diameter measurements performed on PS 1 and PS 2 using Pi tape 

and a tape measure. 

Location 

Diameter Using 
Pi Tape 
(inches) 

Diameter 
3 to 9 o’clock 

(inches) 

Diameter 
6 to 12 o’clock 

(inches) 
PS 1 - U/S end; Joint 5920 24.059 24.0 24.0 

PS 2 - 30.7’ from U/S GW; Joint 5930 24.059 24.0 24.0 

PS 2 - 36’ from U/S GW; Joint 5930 24.055 24.1 24.0 

PS 2 - D/S end; Joint 5940 24.048 24.1 24.0 
 
 
 
 
 
 

Table 3. Results of wall thickness measurements performed on PS 1 and PS 2. 

O’clock 
Orientations 

Wall Thickness, 
PS 1 

U/S End 
Joint 5920 
(inches) 

Wall Thickness, 
PS 2 

30.7’ from U/S GW 
Joint 5930 
(inches) 

Wall Thickness, 
PS 2 

36’ from U/S GW 
Joint 5930 
 (inches) 

Wall Thickness, 
PS 2 

D/S End 
Joint 5940 
(inches) 

12:00 0.356 0.359 0.359 0.358 

3:00 0.360 0.362 0.362 0.359 

6:00 0.356 0.359 0.358 0.359 

9:00 0.357 0.359 0.357 0.358 

Average 0.357 0.360 0.359 0.359 
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Table 4. Results of thickness measurements performed adjacent (~0.100 inches 

circumferentially) to the failure opening using the laser scan dataset.  
See  Figure 32. 

Distance to U/S GW 
(feet) 

Measured Wall Thickness 
(inches) 

33.02 0.354 
33.07 0.344 
33.12 0.340 
33.15 0.249 
33.17 0.189 
33.21 0.118 
33.26 0.138 
33.32 0.124 
33.36 0.111 
33.41 0.096 
33.44 0.072 
33.47 0.051 
33.48 0.043 
33.48 0.043 
33.51 0.066 
33.53 0.067 
33.55 0.091 
33.60 0.119 
33.62 0.074 
33.64 0.049 
33.67 0.073 
33.70 0.085 
33.73 0.079 
33.76 0.072 
33.79 0.073 
33.84 0.042 
33.89 0.072 
33.92 0.106 
33.95 0.242 
33.98 0.352 

 



 
Plains All American Pipeline, L.P. 
Line 901 Release (05-19-15):  Mechanical and Metallurgical Testing 
 
 

DNV GL  –  OAPUS309DNOR (PP136049)  24 
September 18, 2015 

Contains Confidential Information Provided By Plains All American Pipeline LP 

 
 
 
Table 5. Results of elemental analyses, using EDS, performed on corrosion products from Feature 1 and Feature 4 compared 

to ideal chemistry compositions of goethite and magnetite; values presented in mass percent (wt.%). 

Element 

Mount 195370-1 
(Feature 1 Products) 

Mount 195331-1 
(Feature 4 Products) 

Goethite 
(FeOOH) 

Magnetite 
(Fe3O4) 

Scan 1 
(Mixed 
Layers) 

Scan 2 
(Dark 
Layer) 

Scan 3 
(Light 
Layer) 

Scan 4 
(Light 
Layer) 

Scan 1 
(Light 
Layer) 

Scan 2 
(Light 
Layer) 

Scan 3 
(Dark 
Layer) 

Oxygen (O) 33.52 35.78 29.24 37.97 27.85 29.45 37.83 36.01 27.64 

Silicon (Si) 0.19 0.40 0.41 0.26 0.21 0.20 0.22 – – 

Chlorine (Cl) 0.19 0.06 0.07 0.15 – – – – – 

Sulfur (S) – – – – – – 0.18 – – 

Manganese (Mn) 0.79 0.80 0.68 0.73 0.59 0.93 0.98 – – 

Magnesium (Mg) – – – – – – 0.48 – – 

Iron (Fe) 56.87 62.46 69.60 60.71 71.35 69.41 60.30 62.85 72.36 

Copper (Cu) 8.44 0.49 – 0.18 – – – – – 
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Table 6. Results of bacteria analyses performed on swabs taken, over an ~1 cm2 area, 

from the external surface of Pipe Section 2 at Feature 1 on the failure joint and at 
an area of disbonded coating away from significant corrosion. 

Bacteria Type 

Feature 1 
(16.65 ft D/S from U/S GW) 

Area of No Significant Corrosion 
(Outside of Feature 1; ~ 5 inches CCW) 

Test 
Result 

Number of 
Positive Vials 

Test 
Result 

Number of 
Positive Vials 

Aerobic (AERO) Positive 2 Not detected – 

Anaerobic (ANA) Positive 2 Not detected – 

Acid-Producing (APB) Positive 2 Not detected – 

Sulfate-Reducing (SRB) Not detected – Not detected – 

Iron-Related (IRB) Positive 2 Not detected – 

Nitrate-Reducing (NRB) Positive 2 Not detected – 

Bacteria Concentration Key: 

1 10 bacteria per cm2 

2 100 bacteria per cm2
, 

3 1,000 bacteria per cm2, 
4 10,000 bacteria per cm2, 
5 100,000 bacteria per cm2 
 
 
 
 
Table 7. Results of optical microscopy examination for fixed internal swab samples taken, 

over a ~1 cm2 area, from the external surface of the pipe section at Feature 1 
and at an area away from significant corrosion. 

Sample Identification 

Aliquot 
Volume, 

uL 
Total Cells 
Observed 

Calculated 
№ cells/mL Morphology 

Feature 1 
(16.65 ft D/S from U/S GW) 5 12 1.70 × 104 Rod 

Area of No Apparent Corrosion 
(Outside of Feature 1; ~ 5 inches CCW) 5 >20 2.80 × 104 Rod 
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Table 8. Summary of soluble cation and anion concentrations for soil sample 10000151761. 

Sample 
ID 

Soluble cations 
mg/L 

Soluble anions 
 mg/L 

Na+ K+ Ca2+ Mg2+ NO2
- NO3

- Cl- SO4
- S2

- CO3
2- HCO3

- 

10000151761 
(8’ U/S of GW 

5930; below pipe) 
898 320. 495 9.64 < 2.1 115 117 3600 < 0.67 < 13.3 204 

 
 
 

Table 9. Summary of various chemical properties for soil sample 10000151761. 

Sample 
ID 

pH 
soil 

Total Acidity 
mg CaCO3/kg 

Total Alkalinity 
mg CaCO3/kg 

As-Received 
Moisture 
Content 

% 

Total 
Dissolved 

Solids 
(mg/L) 

10000151761 
(8’ U/S of GW 

5930; below pipe) 
7.95 < 66.5  204  (a) 27.59% 

(b) 21.62% 6350 

a – Percent moisture per AASHTO T265 & ASTM D2216 
b – Percent moisture per EPA Method 1684, Eq. 2. 

 
 
 

Table 10. Summary of various electrochemical properties for soil sample 10000151761. 

Sample 
ID 

Resistivity 
Ohm-cm 

(as-received) 

Resistivity 
Ohm-cm 

(saturated) 

LPR 
mpy 

(as-received) 

LPR 
mpy 

(saturated) 
10000151761 
(8’ U/S of GW 

5930; below pipe) 
3,800 400 2.5 2.7 



 
Plains All American Pipeline, L.P. 
Line 901 Release (05-19-15):  Mechanical and Metallurgical Testing 
 
 

DNV GL  –  OAPUS309DNOR (PP136049)  27 
September 18, 2015 

Contains Confidential Information Provided By Plains All American Pipeline LP 

 
 
Table 11. Results of tensile tests performed on transverse base metal specimens from 

the failure and the U/S and D/S joints compared with requirements for API 5L 
Grade X65 line pipe steel. 

 
Failure Joint 

(10000151970) 
U/S Joint 

(10000151968) 
D/S Joint 

(10000151969) 

API 5L 
Grade X52 

(Minimum Values) 3 

Yield Strength, ksi 1 64.82 65.9 68.4 65 

Tensile Strength, ksi 1 84.0 84.6 87.7 80 

Elongation in 2 inches, % 1 35.0 33.6 32.8 21.25 

Reduction of Area, % 1 60.1 62.8 57.6 – 

1 – Average of duplicate tests. 
2 – Average of 65.2 ksi (extensometer on OD) and 64.4 ksi (extensometer on ID) 
3 – API 5LX, 35th Edition, May 1986. 
 
 
 
 
 
Table 12. Results of Charpy V-notch impact tests for transverse base metal specimens 

removed from the joint that failed (Joint 5930). 

Sample 
ID 

Temperature, 
°F 

Sub-size 
Impact Energy, 

ft-lbs 

Full Size 
Impact Energy, 

ft-lbs 
Shear, 

% 

Lateral 
Expansion, 

mils 
15446-1-6 -238 2 2 0 0.006 

15446-1-10 -189 4 5 1 0.006 

15446-1-4 -148 24 28 8 0.017 

15446-1-2 -103 33 38 29 0.022 

15446-1-8 -65 103 120 83 0.076 

15446-1-7 -29 124 144 91 0.084 

15446-1-1 -4 119 138 99 0.081 

15446-1-3 32 130 151 100 0.082 

15446-1-5 68 158 184 100 0.083 

15446-1-9 100 142 165 100 0.080 
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Table 13. Results of Charpy V-notch impact tests for transverse base metal specimens 

removed from the U/S joint (Joint 5920). 

Sample 
ID 

Temperature, 
°F 

Sub-size 
Impact Energy, 

ft-lbs 

Full Size 
Impact Energy, 

ft-lbs 
Shear, 

% 

Lateral 
Expansion, 

mils 
15446-2-9 -312 1 1 0 0.001 

15446-2-3 -238 2 2 0 0.001 

15446-2-2 -193 4 5 3 0.001 

15446-2-5 -148 5 6 15 0.002 

15446-2-1 -103 18 22 20 0.012 

15446-2-10 -51 48 58 41 0.045 

15446-2-4 -4 101 122 92 0.075 

15446-2-6 32 104 126 100 0.073 

15446-2-7 75 111 135 100 0.078 

15446-2-8 100 117 142 100 0.079 
 
 
 
 
Table 14. Results of Charpy V-notch impact tests for transverse base metal specimens 

removed from the D/S joint (Joint 5940). 

Sample 
ID 

Temperature, 
°F 

Sub-size 
Impact Energy, 

ft-lbs 

Full Size 
Impact Energy, 

ft-lbs 
Shear, 

% 

Lateral 
Expansion, 

mils 
15446-3-9 -312 1 1 0 0.000 

15446-3-3 -238 2 2 1 0.002 

15446-3-2 -193 3 4 3 0.002 

15446-3-5 -148 5 6 15 0.003 

15446-3-1 -103 12 15 15 0.007 

15446-3-10 -51 40 48 36 0.040 

15446-3-4 -4 83 101 83 0.068 

15446-3-6 32 92 112 100 0.077 

15446-3-7 75 96 116 100 0.079 

15446-3-8 100 103 125 100 0.080 
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Table 15. Results of analyses of the Charpy V-notch impact energy and percent shear plots 

for base metal specimens removed from the three pipe joints. 

 

Failure Joint; 
Joint 5930 

(10000151970) 

U/S Joint; 
Joint 5920 

(10000151968) 

D/S Joint; 
Joint 5940 

(10000151969) 
Upper Shelf Impact Energy   (Full Size), Ft-lbs 164.8 138.9 121.3 

85% FATT, °F -58.5 -1.6 4.8 

85% FATT, °F (Full Scale Pipe) 1 -78.4 -19.4 -12.7 

1 – Full Scale Pipe FATT = 85% FATT + ((66*(tw
0.55/tc

0.7)-100) where tw = pipe wall 
thickness and tc = width of the CVN specimen. 
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Table 16. Results of chemical analyses of samples removed from the joint that failed 

and the U/S and D/S joints compared with composition requirements (product 
analysis) for API 5L Grade X65 line pipe steel.1 

Element 

Failure Joint; 5930 
(10000151970) 

(Wt. %) 

U/S Joint; 5920 
(10000151968) 

(Wt. %) 

D/S Joint; 5940 
(10000151969) 

(Wt. %) 

API 5L Grade 
X65 Spec 
(Wt. %) 1 

 C (Carbon) 0.082 0.083 0.078 0.30 (max) 

 Mn (Manganese) 1.110 1.160 1.120 1.50 (max) 

 P (Phosphorus) 0.011 0.010 0.010 0.050 (max) 

 S (Sulfur) 0.007 0.007 0.007 0.060 (max) 

 Si (Silicon) 0.170 0.190 0.160 – 

 Cu (Copper) 0.268 0.270 0.274 – 

 Sn (Tin) 0.000 0.000 0.000 – 

 Ni (Nickel) 0.008 0.008 0.006 – 

 Cr (Chromium) 0.035 0.027 0.028 – 

 Mo (Molybdenum) 0.000 0.000 0.000 – 

 Al (Aluminum) 0.010 0.016 0.012 – 

 V (Vanadium) 0.022 0.024 0.028 0.010 (min)  

 Nb (Niobium) 0.063 0.065 0.062 0.005 (min)  

 Zr (Zirconium) 0.000 0.000 0.000 – 

 Ti (Titanium) 0.011 0.016 0.015 –  

 B (Boron) 0.0006 0.0005 0.0005 – 

 W (Tungsten) 0.000 0.000 0.000 – 

 Co (Cobalt) 0.000 0.000 0.000 – 

 Fe (Iron) 98.200 98.100 98.200 Balance 

  1 – API 5L, 35th Edition, May 1986. 
 

  



 
Plains All American Pipeline, L.P. 
Line 901 Release (05-19-15):  Mechanical and Metallurgical Testing 
 
 

DNV GL  –  OAPUS309DNOR (PP136049)  31 
September 18, 2015 

Contains Confidential Information Provided By Plains All American Pipeline LP 

 
 
Table 17. Results of failure pressure analyses using CorLASTM.  The pressure at the 

failure site was estimated at 737 psig. 

Case № Equivalent Flaw Profile Properties 

Estimated Failure 
Pressure 

(psig) 
1 As-measured along fracture surface (includes necking) Measured 474 

2 Laser scan data adjacent to fracture surface Measured 759 

3 Laser scan data ½ × ½ inch grid (average) Measured 763 
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Figure 1. Photograph showing the failure location and the locations of the two pipe sections, during excavation. 
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Figure 2. Photograph showing Pipe Section 1 following removal from the ditch. 
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Figure 3. Photograph showing Pipe Section 2 being removed from the ditch. 
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Figure 4. Schematic showing the location of the failure and where samples were removed for various analyses. 



 
Plains All American Pipeline, L.P. 
Line 901 Release (05-19-15):  Mechanical and Metallurgical Testing 
 
 

DNV GL  –  OAPUS309DNOR (PP136049)  36 
September 18, 2015 

Contains Confidential Information Provided By Plains All American Pipeline LP 

 

Figure 5. Photograph showing the cargo container in the as-received condition. 
 

 

 

Figure 6. Photographs showing the pipe sections in the as-received condition, within 
the cargo container. 
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Figure 7. Photographs showing failure location on PS 2 a) before and b) after evidence 

tape and a clear protective wrapping was removed. 
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Figure 8. Photographs showing the failure location a) while on site (May 28, 2015) and 

b) after transit to DNV GL’s facility (June 15, 2015). 
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Figure 9. Photograph showing a stamp on the internal surface of the failure joint, near 

the D/S GW (GW 5940). “NIPPON” and “24” are legible. 
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Figure 10. Photographs showing the condition of the external tape on the failure joint.  Tape measure indicates distance to upstream girth weld. 
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Figure 11. Photograph showing the internal surface of the external tape from the failure 

joint. 
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Figure 12. Photograph showing the internal surface of the external tape at the failure location.  Tape measure indicates 

distance to upstream girth weld. 
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Figure 13. Photograph showing the external surface of the external tape at the failure location. 
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(a) 

 
(b) 

 
Figure 14. Photographs showing the external surface of the PU insulation at a) the U/S 

end of PS 2 (14’ to 20’ from U/S GW) and b) the failure location (31.5’ to 
36.4’ from U/S GW).  Tape measure indicates distance to upstream girth 
weld. 
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Figure 15. Photograph showing a crack in the PU insulation within a wrinkle.  White 

contrast paint was applied to the surface to facilitate laser scanning and visual 
inspection.  Area shown in  Figure 14; scale in mm. 

 
 

 
 
Figure 16. Photograph showing a piece of insulation removed from adjacent to the 

failure location; near 4:30 orientation.  
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Figure 17. Photograph showing corrosion product that was wedged between the pipe 

surface and polyurethane insulation. Location indicated in  Figure 16; scale in 
mm. 
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Figure 18. Photographs showing the amount of compression in the insulation adjacent to the failure location; near 6:00 

orientation. Scale in mm. 
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Figure 19. Photograph showing the insulation and coal tar coating separating from the 

pipe in large sheets on the underside of the pipe; approximately 29’ from U/S 
GW. 

 

 
Figure 20. Photograph showing the insulation and coal tar coating separating from the 

pipe in large sheets on the underside of the pipe; approximately 17’ from U/S 
GW. 
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Figure 21. Photograph showing blistered coal tar coating along the 12:00 orientation on 

PS 2; approximately 28’ from U/S GW. 
 
 

 
 
Figure 22. Photograph showing external corrosion features on PS 2; Feature 1 and 

Feature 2. Tape measure indicates distance to upstream girth weld. 
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Figure 23. Photograph showing an external corrosion feature on PS 2; Feature 3. Tape 
measure indicates distance to U/S GW. 

 

 
 

Figure 24. Photograph showing external corrosion features on PS 2; Feature 4 and 
Feature 6. Tape measure indicates distance to U/S GW (Note: tape slipped 
0.1’ to the right). 
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Figure 25. Photograph showing an external corrosion feature on PS 2; Feature 5. Tape 
measure indicates distance to U/S GW. 
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Figure 26. Photographs showing the a) external and b) internal surfaces of the pipe 

section at the failure location (Coupon 1). 
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Figure 27. Photographs showing Pipe Section 2 from 37.7 feet to 40.4 feet from 

GW 5930 a) before and b) after the composite repair sleeve was removed.  
Tape measure indicates distance to U/S GW (GW 5930). 
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Figure 28. Photograph the primary feature repaired on May 13, 2013.  Area shown 
in  Figure 27. Tape measure indicates distance to U/S GW. 
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Figure 29. Renderings of PS 1 and PS 2 (viewed from the OD surface) from laser scanning data showing Feature 1 and Feature 2; Coupon 2.  The transparency of the insulation was changed to show a 
correlation between the features observed on the insulation with corrosion features observed on the pipe. The scale on the right is from 0.000 to 0.400 inches.  
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Figure 30. Renderings of PS 1 and PS 2 (viewed from the OD surface) from laser scanning data showing the failure location (Feature 4) and Feature 3, 5, and 6; Coupon 1.  The transparency of the insulation 

was changed to show a correlation between the features observed on the insulation with corrosion features observed on the pipe. The scale on the right is from 0.000 to 0.400 inches. 
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Figure 31. Rendering of the failure location (viewed from the OD surface) from laser scanning data showing the remaining 
wall thickness along the fracture surface.  The scale on the right is from 0.000 to 0.400 inches. Location indicated 
in  Figure 30. 
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Figure 32. Rendering of the failure location showing various thickness measurements made along the corrosion feature and 
failure opening.  The scale on the right is from 0.000 to 0.400 inches. Measurements are tabulated in  Table 4. 

Flow 

12.99 



 
Plains All American Pipeline, L.P. 
Line 901 Release (05-19-15):  Mechanical and Metallurgical Testing 
 
 

DNV GL  –  OAPUS309DNOR (PP136049)  59 
September 18, 2015 

Contains Confidential Information Provided By Plains All American Pipeline LP 

 

 
 

Figure 33. Renderings of the area under the composite repair sleeve showing the 
thickness profile for the feature repaired on May 13, 2013.  The scale on the 
right is from 0.000 to 0.400 inches. 
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Figure 34. Photograph showing the internal surface of the pipe section at the failure location with the 1 × 1 inch grid painted 
on the surface. Tape measure indicates distance to U/S GW. 
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Figure 35. Results of the UT measurements performed on 1” × 1” grid near the failure location; Feature 4 (Coupon 1). 
 
 
  

C-7 C-6 C-5 C-4 C-3 C-2 C-1 C0 C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 C17 C18 C19 C20 C21 C22 C23 C24 C25 C26 C27 C28 C29 C30 C31 C32 C33 C34 C35 C36 C37 C38 C39 C40 C41
L0 0.364 0.364 0.364 0.364 0.364 0.364 0.364 0.364 0.363
L1 0.365 0.365 0.364 0.363 0.366 0.363 0.363 0.364 0.364 0.364 0.364 0.364 0.363 0.363 0.362 0.363
L2 0.364 0.364 0.365 0.364 0.363 0.364 0.364 0.363 0.364 0.364 0.365 0.364 0.364 0.364 0.365 0.364 0.364 0.365 0.363 0.364 0.361 0.363 0.362 0.362 0.363 0.364 0.364 0.363 0.362
L3 0.364 0.365 0.365 0.365 0.365 0.365 0.365 0.363 0.363 0.364 0.362 0.362 0.362 0.362 0.362 0.363 0.363 0.364 0.363 0.362 0.361 0.363 0.363 0.364 0.364 0.363 0.358 0.340 0.344 0.346 0.336 0.348 0.355 0.356 0.363 0.362 0.363 0.364 0.363 0.363 0.362 0.363 0.363 0.363 0.363 0.363
L4 0.363 0.363 0.363 0.363 0.363 0.364 0.363 0.360 0.361 0.361 0.360 0.361 0.360 0.358 0.355 0.353 0.361 0.362 0.351 0.353 0.349 0.360 0.361 0.361 0.360 0.310 0.116 0.108 0.202 0.073 0.289 0.282 0.321 0.303 0.362 0.361 0.360 0.362 0.360 0.360 0.360 0.363 0.360 0.361 0.360 0.360 0.362 0.361
L5 0.362 0.362 0.361 0.360 0.361 0.362 0.362 0.359 0.361 0.360 0.358 0.358 0.358 0.344 0.346 0.352 0.356 0.352 0.352 0.332 0.353 0.360 0.359 0.358 0.345 0.212 0.220 0.131 0.101 0.078 0.064 0.157 0.317 0.359 0.360 0.359 0.358 0.360 0.359 0.361 0.359 0.358 0.359 0.360 0.360 0.358
L6 0.363 0.362 0.363 0.362 0.355 0.316 0.324 0.351 0.358 0.360 0.360 0.360 0.357 0.355 0.352 0.352 0.348 0.350 0.344 0.348 0.344 0.358 0.343 0.350 0.332 0.335 0.188 0.168 0.147 0.124 0.102 0.127 0.134 0.230 0.357 0.359 0.359 0.358 0.359 0.358 0.359 0.355 0.360 0.361 0.361 0.362 0.361
L7 0.364 0.362 0.362 0.326 0.275 0.305 0.337 0.329 0.362 0.362 0.362 0.361 0.363 0.358 0.358 0.340 0.353 0.348 0.363 0.345 0.326 0.333 0.310 0.314 0.292 0.326 0.262 0.191 0.148 0.141 0.136 0.168 0.168 0.103 0.190 0.360 0.362 0.362 0.360 0.359 0.361 0.360 0.360 0.360 0.353 0.360 0.365 0.365 0.364
L8 0.365 0.363 0.363 0.293 0.309 0.341 0.355 0.358 0.362 0.363 0.361 0.356 0.346 0.339 0.346 0.343 0.322 0.348 0.336 0.359 0.338 0.333 0.338 0.336 0.345 0.332 0.263 0.259 0.243 0.248 0.261 0.231 0.226 0.250 0.297 0.362 0.363 0.361 0.358 0.295 0.361 0.356 0.296 0.326 0.353 0.312 0.357 0.364 0.365
L9 0.365 0.363 0.362 0.286 0.330 0.348 0.362 0.365 0.363 0.363 0.355 0.350 0.354 0.360 0.353 0.358 0.360 0.356 0.362 0.357 0.346 0.350 0.348 0.349 0.351 0.332 0.314 0.231 0.240 0.216 0.266 0.240 0.213 0.222 0.362 0.360 0.362 0.358 0.352 0.333 0.361 0.360 0.363 0.355 0.356 0.324 0.350 0.365 0.363
L10 0.366 0.363 0.366 0.318 0.358 0.364 0.365 0.366 0.364 0.363 0.356 0.351 0.350 0.363 0.363 0.363 0.364 0.367 0.362 0.364 0.360 0.360 0.356 0.348 0.347 0.362 0.289 0.333 0.357 0.360 0.361 0.360 0.306 0.262 0.300 0.314 0.360 0.360 0.334 0.358 0.363 0.364 0.360 0.366 0.366 0.366 0.366 0.365 0.365
L11 0.363 0.362 0.348 0.304 0.341 0.352 0.360 0.360 0.360 0.359 0.358 0.350 0.348 0.359 0.363 0.337 0.360 0.336 0.360 0.360 0.354 0.333 0.329 0.337 0.324 0.350 0.354 0.357 0.362 0.367 0.362 0.362 0.361 0.355 0.356 0.357 0.358 0.360 0.360 0.362 0.362 0.362 0.362 0.363 0.362 0.363 0.362 0.364 0.362
L12 0.363 0.361 0.362 0.318 0.336 0.361 0.362 0.361 0.361 0.361 0.359 0.358 0.358 0.361 0.361 0.360 0.361 0.360 0.361 0.358 0.333 0.333 0.320 0.337 0.355 0.355 0.359 0.362 0.362 0.362 0.363 0.360 0.362 0.363 0.361 0.362 0.362 0.362 0.362 0.362 0.362 0.363 0.363 0.363 0.363
L13 0.362 0.363 0.362 0.352 0.356 0.363 0.364 0.359 0.360 0.359 0.360 0.361 0.358 0.359 0.360 0.360 0.359 0.359 0.360 0.354 0.332 0.324 0.351 0.348 0.354 0.348 0.359 0.362 0.362 0.361 0.361 0.362 0.361 0.362 0.363 0.362 0.361
L14 0.363 0.363 0.362 0.290 0.305 0.354 0.363 0.360 0.361 0.361 0.360 0.361 0.360 0.360 0.360 0.360 0.360 0.359 0.358 0.344 0.339 0.356 0.352 0.355 0.346 0.356 0.361 0.362 0.362 0.361 0.364 0.363 0.362
L15 0.363 0.362 0.267 0.274 0.282 0.289 0.304 0.344 0.361 0.360 0.360 0.361 0.360 0.361 0.360 0.360 0.362 0.358 0.355 0.343 0.357 0.329 0.353 0.359 0.349 0.357 0.360 0.361 0.362
L16 0.362 0.362 0.255 0.227 0.232 0.249 0.273 0.284 0.334 0.361 0.360 0.360 0.360 0.352 0.353 0.333 0.322 0.358 0.358 0.358 0.358
L17 0.362 0.362 0.362 0.241 0.213 0.295 0.297 0.341 0.360 0.360 0.358 0.359 0.360 0.350 0.358 0.353 0.352 0.351 0.360 0.355 0.362
L18 0.362 0.362 0.338 0.294 0.231 0.239 0.260 0.278 0.354 0.359 0.360 0.360 0.357 0.358 0.358 0.360 0.359 0.360 0.360 0.353 0.353
L19 0.364 0.362 0.310 0.165 0.196 0.229 0.250 0.268 0.305 0.361 0.360 0.362 0.360 0.362 0.361 0.361 0.360 0.360 0.362 0.361 0.361
L20 0.364 0.364 0.356 0.298 0.218 0.234 0.264 0.273 0.314 0.361 0.363 0.361 0.361 0.361 0.359 0.361 0.361 0.361 0.363
L21 0.364 0.362 0.363 0.362 0.196 0.222 0.265 0.273 0.303 0.361 0.363 0.362 0.361 0.361 0.360
L22 0.363 0.362 0.362 0.362 0.360 0.246 0.264 0.327 0.361 0.362
L23 0.362 0.363 0.362 0.363 0.229 0.244 0.252 0.299 0.356 0.362
L24 0.363 0.364 0.362 0.361 0.356 0.275 0.363 0.360 0.362 0.360
L25 0.362 0.362 0.363 0.363 0.362 0.363 0.362 0.362 0.361 0.362

C17 C18 C19 C20 C21 C22 C23 C24 C25 C26 C27 C28 C29
L0 0.363
L1 0.364 0.364 0.364 0.364 0.363 0.363 0.362 0.363
L2 0.364 0.364 0.365 0.363 0.364 0.361 0.363 0.362 0.362 0.363 0.364 0.364
L3 0.364 0.363 0.358 0.340 0.344 0.346 0.336 0.348 0.355 0.356 0.363 0.362 0.363
L4 0.360 0.310 0.116 0.108 0.202 0.073 0.289 0.282 0.321 0.303 0.362 0.361 0.360
L5 0.345 0.212 0.220 0.131 0.101 0.078 0.064 0.157 0.317 0.359 0.360
L6 0.332 0.335 0.188 0.168 0.147 0.124 0.102 0.127 0.134 0.230 0.357 0.359
L7 0.292 0.326 0.262 0.191 0.148 0.141 0.136 0.168 0.168 0.103 0.190 0.360 0.362
L8 0.345 0.332 0.263 0.259 0.243 0.248 0.261 0.231 0.226 0.250 0.297 0.362 0.363
L9 0.351 0.332 0.314 0.231 0.240 0.216 0.266 0.240 0.213 0.222 0.362 0.360 0.362
L10 0.347 0.362 0.289 0.333 0.357 0.360 0.361 0.360 0.306 0.262 0.300 0.314 0.360
L11 0.324 0.350 0.354 0.357 0.362 0.367 0.362 0.362 0.361 0.355 0.356 0.357 0.358
L12 0.355 0.355 0.359 0.362 0.362 0.362 0.363 0.360 0.362 0.363 0.361 0.362 0.362
L13 0.354 0.348 0.359 0.362 0.362 0.361 0.361 0.362 0.361 0.362 0.363
L14 0.346 0.356 0.361 0.362 0.362 0.361 0.364 0.363
L15 0.349 0.357 0.360 0.361
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Figure 36. Results of the UT measurements performed on 1” × 1” grid near Feature 1 (Coupon 2). 
 
  

C0 C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 C17 C18 C19 C20 C21 C22 C23 C24 C25 C26 C27 C28 C29 C30 C31 C32 C33 C34 C35 C36 C37 C38 C39 C40 C41 C42 C43 C44 C45 C46 C47 C48 C49 C50 C51 C52 C53 C54 C55 C56 C57 C58 C59 C60 C61 C62 C63 C64 C65 C66 C67 C68 C69 C70 C71 C72 C73 C74 C75 C76 C77 C78 C79
L0 0.361 0.362 0.362 0.363 0.362 0.362 0.361 0.361 0.362 0.362 0.362 0.361 0.362 0.362 0.362 0.362 0.360 0.362 0.362 0.362 0.362 0.361 0.362 0.362 0.362 0.362 0.361 0.360 0.361 0.362 0.362 0.361 0.361 0.360 0.362 0.361 0.359 0.361 0.362 0.361 0.361 0.360 0.361 0.361 0.361 0.362 0.360 0.361 0.362 0.362 0.362 0.360 0.361 0.362 0.362 0.362 0.361 0.362 0.362 0.362 0.362 0.361 0.363 0.363 0.362 0.362 0.362 0.362 0.362 0.362 0.363 0.362 0.363 0.363 0.363 0.362 0.361 0.364 0.364 0.365
L1 0.363 0.363 0.364 0.365 0.364 0.364 0.364 0.362 0.364 0.363 0.362 0.362 0.363 0.363 0.364 0.364 0.362 0.362 0.363 0.363 0.363 0.362 0.363 0.364 0.363 0.363 0.362 0.362 0.363 0.363 0.364 0.362 0.362 0.363 0.364 0.363 0.361 0.362 0.363 0.363 0.363 0.362 0.361 0.362 0.362 0.362 0.362 0.362 0.363 0.363 0.364 0.362 0.362 0.362 0.363 0.363 0.361 0.364 0.363 0.363 0.363 0.362 0.363 0.362 0.363 0.363 0.364 0.363 0.363 0.364 0.364 0.363 0.364 0.364 0.363 0.364 0.363 0.365 0.365 0.366
L2 0.364 0.365 0.365 0.365 0.365 0.366 0.365 0.365 0.365 0.365 0.365 0.364 0.365 0.365 0.365 0.365 0.363 0.364 0.365 0.365 0.364 0.363 0.364 0.365 0.364 0.362 0.362 0.364 0.362 0.364 0.364 0.362 0.364 0.364 0.364 0.364 0.362 0.363 0.362 0.363 0.363 0.365 0.363 0.364 0.364 0.364 0.364 0.364 0.364 0.364 0.364 0.363 0.364 0.362 0.363 0.363 0.363 0.364 0.363 0.364 0.364 0.363 0.363 0.363 0.364 0.364 0.364 0.365 0.365 0.366 0.366 0.366 0.365 0.365 0.365 0.365 0.365 0.365 0.366 0.365
L3 0.364 0.365 0.365 0.365 0.365 0.365 0.365 0.365 0.365 0.365 0.365 0.364 0.365 0.365 0.365 0.365 0.364 0.364 0.365 0.365 0.362 0.363 0.362 0.364 0.363 0.364 0.365 0.365 0.360 0.362 0.364 0.363 0.363 0.362 0.364 0.363 0.361 0.360 0.356 0.362 0.363 0.363 0.364 0.363 0.363 0.363 0.363 0.363 0.362 0.358 0.362 0.360 0.358 0.360 0.361 0.363 0.363 0.362 0.363 0.363 0.363 0.362 0.361 0.357 0.324 0.360 0.364 0.365 0.365 0.367 0.366 0.365 0.365 0.365 0.365 0.365 0.365 0.365 0.365 0.365
L4 0.363 0.364 0.363 0.363 0.363 0.362 0.361 0.363 0.363 0.361 0.362 0.359 0.364 0.365 0.362 0.360 0.362 0.360 0.363 0.360 0.356 0.359 0.360 0.363 0.360 0.365 0.343 0.352 0.356 0.360 0.362 0.360 0.354 0.360 0.361 0.361 0.363 0.349 0.329 0.353 0.363 0.360 0.364 0.361 0.362 0.362 0.360 0.358 0.361 0.362 0.360 0.358 0.360 0.362 0.361 0.362 0.360 0.358 0.360 0.358 0.361 0.355 0.338 0.334 0.340 0.361 0.364 0.359 0.360 0.361 0.362 0.361 0.361 0.360 0.360 0.361 0.360 0.361 0.361 0.362
L5 0.363 0.364 0.365 0.365 0.365 0.365 0.364 0.365 0.365 0.365 0.364 0.364 0.365 0.365 0.364 0.364 0.363 0.363 0.363 0.362 0.365 0.364 0.366 0.365 0.364 0.365 0.364 0.364 0.363 0.361 0.365 0.362 0.360 0.326 0.327 0.325 0.364 0.363 0.359 0.364 0.361 0.365 0.363 0.362 0.350 0.363 0.364 0.362 0.359 0.363 0.300 0.308 0.361 0.366 0.362 0.362 0.361 0.359 0.363 0.359 0.360 0.363 0.357 0.343 0.363 0.365 0.366 0.364 0.361 0.361 0.363 0.362 0.362 0.364 0.365 0.365 0.366 0.365 0.365 0.364
L6 0.363 0.362 0.362 0.363 0.362 0.364 0.363 0.361 0.360 0.361 0.361 0.358 0.360 0.360 0.358 0.356 0.347 0.356 0.362 0.363 0.362 0.363 0.364 0.364 0.363 0.364 0.358 0.363 0.363 0.362 0.362 0.357 0.358 0.359 0.361 0.359 0.350 0.349 0.359 0.360 0.361 0.361 0.361 0.362 0.361 0.358 0.360 0.362 0.359 0.355 0.308 0.278 0.359 0.364 0.362 0.360 0.355 0.355 0.353 0.362 0.358 0.355 0.323 0.314 0.359 0.358 0.363 0.343 0.329 0.334 0.361 0.355 0.358 0.357 0.361 0.363 0.362 0.363 0.363 0.363
L7 0.361 0.361 0.362 0.362 0.362 0.363 0.361 0.360 0.362 0.362 0.363 0.361 0.362 0.362 0.361 0.357 0.361 0.362 0.363 0.362 0.363 0.361 0.362 0.363 0.343 0.360 0.361 0.362 0.363 0.362 0.362 0.360 0.359 0.359 0.362 0.359 0.359 0.324 0.359 0.364 0.361 0.360 0.360 0.361 0.361 0.362 0.359 0.357 0.362 0.358 0.358 0.355 0.327 0.330 0.322 0.330 0.347 0.350 0.354 0.363 0.362 0.338 0.311 0.303 0.360 0.351 0.361 0.362 0.359 0.361 0.340 0.337 0.325 0.359 0.360 0.361 0.362 0.362 0.363 0.362
L8 0.361 0.362 0.361 0.362 0.362 0.362 0.357 0.360 0.362 0.365 0.362 0.362 0.362 0.362 0.362 0.361 0.362 0.362 0.362 0.362 0.362 0.362 0.363 0.354 0.311 0.337 0.361 0.362 0.361 0.362 0.363 0.360 0.361 0.360 0.361 0.359 0.354 0.358 0.361 0.362 0.362 0.361 0.360 0.361 0.362 0.361 0.360 0.361 0.361 0.342 0.359 0.354 0.348 0.360 0.357 0.347 0.352 0.341 0.355 0.354 0.348 0.345 0.359 0.356 0.359 0.361 0.350 0.352 0.339 0.355 0.359 0.350 0.337 0.346 0.358 0.361 0.362 0.363 0.363 0.362
L9 0.361 0.360 0.363 0.361 0.362 0.364 0.361 0.362 0.362 0.366 0.363 0.362 0.362 0.363 0.363 0.362 0.361 0.362 0.363 0.363 0.363 0.363 0.363 0.360 0.334 0.354 0.362 0.362 0.355 0.350 0.355 0.359 0.361 0.360 0.361 0.358 0.358 0.360 0.362 0.362 0.362 0.361 0.362 0.362 0.362 0.362 0.361 0.362 0.362 0.361 0.358 0.356 0.344 0.357 0.362 0.359 0.357 0.352 0.360 0.358 0.329 0.351 0.360 0.305 0.355 0.361 0.343 0.359 0.360 0.357 0.352 0.336 0.338 0.311 0.289 0.360 0.359 0.362 0.364 0.364
L10 0.364 0.363 0.363 0.363 0.362 0.365 0.362 0.364 0.363 0.357 0.366 0.363 0.364 0.364 0.364 0.363 0.365 0.364 0.364 0.365 0.363 0.364 0.366 0.364 0.362 0.364 0.363 0.361 0.342 0.339 0.339 0.349 0.343 0.359 0.347 0.353 0.360 0.361 0.364 0.362 0.363 0.363 0.365 0.365 0.365 0.364 0.367 0.366 0.366 0.363 0.358 0.358 0.358 0.331 0.337 0.362 0.356 0.357 0.360 0.360 0.359 0.358 0.362 0.362 0.360 0.358 0.332 0.362 0.360 0.360 0.351 0.356 0.315 0.297 0.296 0.329 0.359 0.362 0.362 0.362
L11 0.361 0.362 0.363 0.363 0.363 0.361 0.362 0.361 0.360 0.352 0.361 0.362 0.361 0.362 0.362 0.362 0.361 0.362 0.361 0.363 0.362 0.364 0.363 0.362 0.363 0.364 0.355 0.340 0.329 0.312 0.305 0.303 0.307 0.336 0.332 0.352 0.352 0.361 0.362 0.362 0.362 0.361 0.362 0.361 0.362 0.362 0.361 0.363 0.364 0.366 0.356 0.358 0.352 0.304 0.357 0.359 0.356 0.360 0.350 0.321 0.316 0.336 0.362 0.360 0.360 0.361 0.359 0.360 0.358 0.338 0.346 0.336 0.303 0.275 0.306 0.344 0.359 0.363 0.362 0.362
L12 0.363 0.361 0.362 0.362 0.363 0.361 0.361 0.362 0.362 0.360 0.362 0.360 0.361 0.362 0.361 0.362 0.360 0.361 0.362 0.362 0.363 0.363 0.362 0.362 0.363 0.362 0.348 0.336 0.324 0.351 0.269 0.234 0.306 0.325 0.353 0.359 0.355 0.358 0.358 0.362 0.361 0.360 0.362 0.360 0.362 0.361 0.360 0.361 0.361 0.361 0.358 0.353 0.355 0.344 0.238 0.247 0.323 0.306 0.271 0.270 0.245 0.285 0.285 0.358 0.358 0.355 0.360 0.356 0.360 0.361 0.362 0.351 0.297 0.299 0.335 0.362 0.361 0.363 0.363 0.363
L13 0.360 0.362 0.364 0.362 0.362 0.362 0.360 0.362 0.361 0.331 0.361 0.361 0.361 0.361 0.362 0.361 0.360 0.362 0.362 0.362 0.363 0.362 0.362 0.361 0.362 0.362 0.351 0.337 0.349 0.358 0.264 0.263 0.295 0.324 0.356 0.362 0.361 0.360 0.358 0.361 0.361 0.360 0.361 0.362 0.362 0.361 0.361 0.361 0.362 0.360 0.357 0.352 0.258 0.252 0.255 0.281 0.357 0.291 0.237 0.274 0.282 0.271 0.263 0.291 0.251 0.300 0.360 0.362 0.362 0.362 0.362 0.355 0.329 0.356 0.335 0.361 0.362 0.363 0.363 0.363
L14 0.360 0.361 0.363 0.363 0.363 0.362 0.363 0.361 0.363 0.359 0.362 0.360 0.360 0.361 0.361 0.362 0.361 0.362 0.362 0.363 0.363 0.362 0.363 0.363 0.362 0.363 0.351 0.337 0.350 0.355 0.359 0.335 0.311 0.322 0.358 0.362 0.361 0.358 0.353 0.360 0.360 0.361 0.362 0.362 0.363 0.362 0.361 0.362 0.362 0.298 0.286 0.355 0.226 0.263 0.215 0.217 0.260 0.313 0.215 0.238 0.211 0.214 0.258 0.289 0.276 0.272 0.362 0.363 0.363 0.361 0.360 0.358 0.358 0.358 0.361 0.361 0.361 0.361 0.362 0.362
L15 0.361 0.363 0.363 0.363 0.363 0.363 0.362 0.362 0.363 0.362 0.359 0.360 0.362 0.356 0.360 0.362 0.328 0.360 0.362 0.362 0.363 0.362 0.362 0.362 0.363 0.361 0.357 0.345 0.357 0.357 0.361 0.359 0.343 0.342 0.363 0.359 0.354 0.360 0.344 0.347 0.360 0.360 0.359 0.362 0.363 0.362 0.362 0.363 0.353 0.311 0.275 0.257 0.242 0.247 0.252 0.237 0.267 0.362 0.344 0.262 0.274 0.289 0.269 0.298 0.316 0.317 0.362 0.361 0.364 0.363 0.362 0.358 0.359 0.359 0.362 0.362 0.362 0.362 0.363 0.363
L16 0.362 0.362 0.363 0.363 0.365 0.362 0.362 0.361 0.364 0.362 0.362 0.360 0.362 0.362 0.363 0.363 0.360 0.362 0.363 0.362 0.363 0.362 0.362 0.362 0.363 0.363 0.362 0.361 0.361 0.363 0.361 0.361 0.359 0.357 0.361 0.360 0.362 0.361 0.361 0.362 0.362 0.361 0.360 0.362 0.362 0.349 0.362 0.333 0.286 0.272 0.296 0.255 0.276 0.256 0.258 0.298 0.361 0.362 0.361 0.363 0.282 0.284 0.357 0.362 0.361 0.362 0.362 0.363 0.364 0.363 0.363 0.362 0.361 0.360 0.364 0.363 0.364 0.364 0.365 0.364
L17 0.362 0.363 0.363 0.363 0.363 0.363 0.362 0.362 0.362 0.362 0.363 0.361 0.362 0.362 0.362 0.362 0.361 0.362 0.362 0.362 0.364 0.363 0.363 0.363 0.363 0.363 0.361 0.348 0.322 0.361 0.361 0.361 0.361 0.357 0.357 0.362 0.361 0.361 0.361 0.361 0.361 0.361 0.360 0.360 0.352 0.260 0.264 0.267 0.266 0.251 0.278 0.266 0.270 0.255 0.290 0.362 0.364 0.362 0.363 0.362 0.361 0.361 0.361 0.363 0.362 0.363 0.361 0.361 0.362 0.362 0.364 0.363 0.362 0.362 0.363 0.365 0.364 0.363 0.365 0.363
L18 0.362 0.362 0.362 0.364 0.364 0.365 0.362 0.364 0.362 0.362 0.363 0.361 0.362 0.361 0.362 0.363 0.361 0.362 0.364 0.363 0.361 0.362 0.363 0.340 0.363 0.364 0.362 0.360 0.362 0.362 0.362 0.361 0.362 0.361 0.362 0.362 0.363 0.362 0.362 0.360 0.307 0.355 0.360 0.360 0.350 0.252 0.250 0.258 0.264 0.255 0.285 0.258 0.268 0.271 0.361 0.363 0.362 0.362 0.363 0.363 0.363 0.362 0.363 0.362 0.361 0.362 0.363 0.363 0.363 0.362 0.362 0.362 0.363 0.362 0.363 0.363 0.363 0.363 0.365 0.366
L19 0.361 0.362 0.363 0.362 0.364 0.363 0.362 0.362 0.363 0.362 0.362 0.362 0.361 0.361 0.362 0.362 0.361 0.362 0.363 0.364 0.361 0.363 0.363 0.362 0.363 0.362 0.363 0.361 0.362 0.362 0.361 0.363 0.360 0.362 0.362 0.361 0.363 0.361 0.361 0.361 0.361 0.360 0.361 0.360 0.347 0.312 0.233 0.256 0.264 0.261 0.269 0.281 0.269 0.360 0.363 0.362 0.363 0.362 0.364 0.362 0.363 0.363 0.363 0.362 0.363 0.362 0.362 0.364 0.364 0.364 0.363 0.362 0.363 0.362 0.362 0.364 0.363 0.363 0.363 0.362
L20 0.362 0.363 0.362 0.362 0.362 0.363 0.361 0.362 0.362 0.362 0.362 0.362 0.362 0.361 0.362 0.362 0.361 0.363 0.364 0.363 0.363 0.363 0.363 0.363 0.363 0.363 0.362 0.362 0.362 0.362 0.362 0.362 0.361 0.362 0.362 0.362 0.363 0.360 0.362 0.363 0.363 0.362 0.362 0.363 0.361 0.362 0.361 0.362 0.362 0.363 0.363 0.362 0.364 0.364 0.364 0.364 0.363 0.363 0.364 0.363 0.363 0.363 0.363 0.363 0.364 0.364 0.364 0.363 0.363 0.364 0.364 0.363 0.363 0.363 0.364 0.364 0.363 0.364 0.365 0.363
L21 0.363 0.363 0.363 0.363 0.363 0.362 0.362 0.362 0.362 0.362 0.362 0.362 0.362 0.362 0.363 0.362 0.361 0.362 0.364 0.363 0.363 0.362 0.362 0.363 0.363 0.363 0.363 0.362 0.362 0.363 0.363 0.361 0.362 0.362 0.362 0.362 0.362 0.362 0.363 0.363 0.363 0.362 0.363 0.363 0.362 0.363 0.362 0.362 0.362 0.363 0.363 0.362 0.365 0.363 0.364 0.363 0.363 0.363 0.363 0.363 0.364 0.364 0.364 0.364 0.364 0.364 0.364 0.364 0.364 0.363 0.364 0.363 0.363 0.364 0.363 0.364 0.364 0.363 0.365 0.363
L22 0.361 0.363 0.361 0.362 0.361 0.363 0.362 0.362 0.362 0.362 0.362 0.361 0.361 0.362 0.361 0.360 0.360 0.360 0.360 0.361 0.363 0.361 0.362 0.361 0.362 0.360 0.361 0.362 0.362 0.363 0.361 0.360 0.360 0.363 0.361 0.360 0.360 0.361 0.361 0.361 0.360 0.360 0.361 0.360 0.361 0.362 0.363 0.362 0.362 0.362 0.362 0.362 0.362 0.362 0.362 0.362 0.361 0.362 0.365 0.363 0.362 0.362 0.362 0.362 0.363 0.362 0.362 0.362 0.363 0.363 0.364 0.361 0.362 0.362 0.362 0.364 0.362 0.362 0.364 0.363

C25 C26 C27 C28 C29 C30 C31 C32 C33 C34
L0 0.362 0.361 0.360 0.361 0.362 0.362 0.361 0.361 0.360 0.362
L1 0.363 0.362 0.362 0.363 0.363 0.364 0.362 0.362 0.363 0.364
L2 0.362 0.362 0.364 0.362 0.364 0.364 0.362 0.364 0.364 0.364
L3 0.364 0.365 0.365 0.360 0.362 0.364 0.363 0.363 0.362 0.364
L4 0.365 0.343 0.352 0.356 0.360 0.362 0.360 0.354 0.360 0.361
L5 0.365 0.364 0.364 0.363 0.361 0.365 0.362 0.360 0.326 0.327
L6 0.364 0.358 0.363 0.363 0.362 0.362 0.357 0.358 0.359 0.361
L7 0.360 0.361 0.362 0.363 0.362 0.362 0.360 0.359 0.359 0.362
L8 0.337 0.361 0.362 0.361 0.362 0.363 0.360 0.361 0.360 0.361
L9 0.354 0.362 0.362 0.355 0.350 0.355 0.359 0.361 0.360 0.361
L10 0.364 0.363 0.361 0.342 0.339 0.339 0.349 0.343 0.359 0.347
L11 0.364 0.355 0.340 0.329 0.312 0.305 0.303 0.307 0.336 0.332
L12 0.362 0.348 0.336 0.324 0.351 0.269 0.234 0.306 0.325 0.353
L13 0.362 0.351 0.337 0.349 0.358 0.264 0.263 0.295 0.324 0.356
L14 0.363 0.351 0.337 0.350 0.355 0.359 0.335 0.311 0.322 0.358
L15 0.361 0.357 0.345 0.357 0.357 0.361 0.359 0.343 0.342 0.363
L16 0.363 0.362 0.361 0.361 0.363 0.361 0.361 0.359 0.357 0.361
L17 0.363 0.361 0.348 0.322 0.361 0.361 0.361 0.361 0.357 0.357
L18 0.364 0.362 0.360 0.362 0.362 0.362 0.361 0.362 0.361 0.362
L19 0.362 0.363 0.361 0.362 0.362 0.361 0.363 0.360 0.362 0.362
L20 0.363 0.362 0.362 0.362 0.362 0.362 0.362 0.361 0.362 0.362
L21 0.363 0.363 0.362 0.362 0.363 0.363 0.361 0.362 0.362 0.362
L22 0.360 0.361 0.362 0.362 0.363 0.361 0.360 0.360 0.363 0.361

16.1’ 

Flow 



 
Plains All American Pipeline, L.P. 
Line 901 Release (05-19-15):  Mechanical and Metallurgical Testing 
 
 

DNV GL  –  OAPUS309DNOR (PP136049)  63 
September 18, 2015 

Contains Confidential Information Provided By Plains All American Pipeline LP 

 
 

 
 
 
 

 
 

Figure 37. Results of the UT measurements performed on 1” × 1” grid near Feature 2 (Coupon 2). 
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Figure 38. Photographs showing the a) clockwise and b) counterclockwise fractures surfaces following cleaning with a 

degreaser and acetone and/or methanol. Tape measure indicates distance to U/S GW. 
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Figure 39. Stereo light photomicrographs of representative locations along the clockwise fracture surface following cleaning with a), b), c) a degreaser and acetone and/or methanol and d), e) an inhibited HCl 
acid and ENPREP®. Photomicrographs b) and d) are from the same location. Tape measure indicates distance to U/S GW. 
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Figure 40. SEM image showing the fracture surface at the location identified 
in  Figure 39e. 

 
 

 
 

Figure 41. SEM image showing the transition between Region 1 and Region 2.  Area 
indicated in  Figure 40. 
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Figure 42. SEM image showing the ductile fracture morphology of Region 1.  Area 
indicated in  Figure 41 

 

 
 

Figure 43. SEM image showing a nondescript/corroded morphology of Region 2.  Area 
indicated in  Figure 41 
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Figure 44. SEM image showing the fracture surface at the location identified 
in  Figure 39c. 

 

 
 

Figure 45. SEM image showing a representative ductile fracture morphology for 
Region 1.  Area indicated in  Figure 44. 
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Figure 46. Photograph of the clockwise fracture surface showing thickness measurements of the Region 1 along the fracture 
surface at 5 mm intervals. Scale in mm. 
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Figure 47. Fracture/Corrosion profile based on three measurement techniques. 
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Figure 48. Photograph of the mounted transverse cross-section, Mount 195367-1b 
removed from the suspected failure origin; Feature 4. Mount location 
indicated in  Figure 39. 

 

 
 

Figure 49. Photomicrograph showing the suspected failure origin in cross-section; 
Feature 4.  Area indicated in  Figure 48. (Mount 195367-1b; 4% Nital Etch) 
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Figure 50. Photomicrograph showing the negligible grain elongation and plasticity along 
the CW fracture surface.  Area indicated in  Figure 49.  (Mount 195367-1b; 
4% Nital Etch) 

 

 
 

Figure 51. Photomicrograph showing the grain elongation and plasticity along the CCW 
fracture surface.  Area indicated in  Figure 49. (Mount 195367-1b; 4% Nital 
Etch) 
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Figure 52. Photomicrograph showing corrosion products near the CCW fracture surface.  
Area indicated in  Figure 48.  (Mount 195367-1b; 4% Nital Etch) 

 

 
 

Figure 53. Photomicrograph showing corrosion products with some undercutting near the 
CCW fracture surface.  Area indicated in  Figure 49.  (Mount 195367-1b; 4% 
Nital Etch) 
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Figure 54. Photomicrograph showing base metal microstructure of Mount 195367-1b; 
4% Nital Etch) 

 

 
 

Figure 55. Photograph of the mounted cross-section of corrosion products, Mount 
195331-1 removed from Feature 4. 

  

 Figure 56 
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Figure 56. Photomicrographs of the mounted cross-section, Mount 195331-1, from 

corrosion products removed from Feature 4; location identified in  Figure 55. 
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Figure 57. Photograph of the transverse mounted cross-section, Mount 195370-1 
removed from Feature 1. Mount location indicated in  Figure 22. 

 

 
 

Figure 58. Photomicrograph of the mounted cross-section, Mount 195370-1 removed 
from Feature 1 showing the corrosion morphology at the external surface; 
mirror image of location indicated in  Figure 57. 
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Figure 59. Photograph of the mounted cross-section of corrosion products, Mount 
195322-1, removed from Feature 1. 

 

 
 

Figure 60. Photomicrographs of the mounted cross-section, Mount 195322-1, from the 
corrosion product removed from Feature 1; location indicated in  Figure 59. 
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Figure 61. Photograph of the mounted cross-section, Mount 195365-1, removed from 
across the longitudinal seam weld. Location indicated in  Figure 4. 
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Figure 62. XRD spectrum acquired from the corrosion products collected from Feature 1, 

identifying Goethite and Magnetite as the compounds. 
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Figure 63. XRD spectrum acquired from the corrosion products collected from Feature 2, 

identifying Goethite and Magnetite as the compounds. 
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Norm. mass percent (%) 
 
Spectrum       C     O   Si   Cl   Mn    Fe   Cu 
------------------------------------------------ 
# 1         0.00 33.52 0.19 0.19 0.79 56.87 8.44 
# 2         0.00 35.78 0.40 0.06 0.80 62.46 0.49 
# 3         0.00 29.24 0.41 0.07 0.68 69.60    - 
# 4         0.00 37.97 0.26 0.15 0.73 60.71 0.18 
------------------------------------------------ 
Mean value: 0.00 34.13 0.32 0.12 0.75 62.41 3.04 
Sigma:      0.00  3.73 0.11 0.06 0.06  5.33 4.68 
Sigma mean: 0.00  1.87 0.05 0.03 0.03  2.67 2.34 

 
 

Figure 64. EDS data collected from Mount 195370-1, mirror image of area indicated 
in  Figure 58.  
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Norm. mass percent (%) 
 
Spectrum                 O   Mg   Si    S   Mn    Fe 
---------------------------------------------------- 
195331-area 2_1kx# 1 27.85    - 0.21    - 0.59 71.35 
195331-area 2_1kx# 2 29.45    - 0.20    - 0.93 69.41 
195331-area 2_1kx# 3 37.83 0.48 0.22 0.18 0.98 60.30 
---------------------------------------------------- 
Mean value:          31.71 0.48 0.21 0.18 0.83 67.02 
Sigma:                5.36 0.00 0.01 0.00 0.21  5.90 
Sigma mean:           3.09 0.00 0.01 0.00 0.12  3.41 
 

 
Figure 65. EDS data collected from Mount 195331-1, area indicated in  Figure 56. 
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Figure 66. EDS line scan collected from Mount 195331-1, area indicated in  Figure 56. 
  

1 2 3 4 5 6 7
keV

0
2

4
6
8

10

12
14
16

 cps/eV
O-K Si-KA S-KA Mn-KA Fe-KAC-KA

 O  Si  S  Mn  Fe 
 Fe 

  C 

In
te

ns
ity

 



 
Plains All American Pipeline, L.P. 
Line 901 Release (05-19-15):  Mechanical and Metallurgical Testing 
 
 

DNV GL  –  OAPUS309DNOR (PP136049)  84 
September 18, 2015 

Contains Confidential Information Provided By Plains All American Pipeline LP 

 
 

 
 
Figure 67. Photograph showing the soil samples collected from below the pipe, 8 feet 

U/S of GW 5930. 
 
  



 
Plains All American Pipeline, L.P. 
Line 901 Release (05-19-15):  Mechanical and Metallurgical Testing 
 
 

DNV GL  –  OAPUS309DNOR (PP136049)  85 
September 18, 2015 

Contains Confidential Information Provided By Plains All American Pipeline LP 

 
 
Figure 68. Percent shear from Charpy V-notch tests as a function of temperature for 

transverse base metal specimens removed from the failure joint (Joint 5930). 
 

 
 
Figure 69. Charpy V-notch impact energy as a function of temperature for transverse 

base metal specimens removed from the failure joint (Joint 5930).  
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Figure 70. Percent shear from Charpy V-notch tests as a function of temperature for 

transverse base metal specimens removed from U/S joint (Joint 5920). 
 
 

 
 
Figure 71. Charpy V-notch impact energy as a function of temperature for transverse 

base metal specimens removed from the U/S joint (Joint 5920).  
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Figure 72. Percent shear from Charpy V-notch tests as a function of temperature for 
transverse base metal specimens removed from D/S joint (Joint 5940). 

 
 

 
 

Figure 73. Charpy V-notch impact energy as a function of temperature for transverse 
base metal specimens removed from the D/S joint (Joint 5940). 
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Figure 74. Color profile showing the results of average thickness measurements 

performed on the laser scan dataset following discretizing the data into ½-
inch cells.  The resulting profile is highlighted in blue and plotted in  Figure 47. 
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Appendix A 

Description of CorLAS™ 

The CorLAS™ computer program was developed by Det Norske Veritas (U.S.A.), Inc. 
(formerly CC Technologies) to evaluate crack-like flaws in pipelines based on inelastic 
fracture mechanics.  Using the effective area of the actual, measured crack length-depth 
profile, an equivalent semi-elliptical surface flaw is modeled and used to compute the 
effective stress and the applied value of J for internal pressure loading.  The effective stress 
and applied J are then compared with the flow strength ( fss ) and fracture toughness (JC), 

respectively, to predict the failure pressure. 

The program also contains a similar inelastic fracture mechanics analysis for through-wall 
flaws.  The fracture toughness of the steel can be estimated from Charpy data or measured 
by means of a JIC test.  In the most recent version of CorLAS™, the fracture toughness 
analysis automatically checks for plastic instability and only the fracture toughness curve 
needs to be considered for crack-like flaws.  The actual tensile and Charpy properties of the 
pipe joint, measured from the samples removed, can be used for the critical leak/rupture 
length calculation. 
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Case 1: Fracture Surface Measurements & Laser Scan Data 

Plains Line 901 Semi-Elliptical Flaw Profile  
 API X65 - Joint 5930  
 Maximum Operating Pressure (psig) 1341 
 UTS (psi) 84000 
 YS (psi) 64800 
 FS (psi) 74800 
 E (ksi) 29500 
 nexp 0.098 
 Jc (lb/in) 12097 
 Thin-wall (OD) formula for hoop stress  
 Tmat 208.9 
 OD (in.) 24 
 Wall Thickness (in.) 0.359 
   
Summary of Results for Effective Area Method  
 Flaw: Start (in.) 0.13 
 Length (in.) 5.9 
 Area (in.^2) 1.889 
 Depth (in.) Maximum 0.356 
 Equivalent Flaw 0.408 
 For Design Factor 0.72 
 Design Pressure (psig) 1395.79 
 Failure Stress (psi) 15523 
 Failure Pressure (psig) 464.41 
 For Design Factor 0.72 
 Maximum Safe Pressure (psig) 334.38 
   
Summary of Results for 0.85dL Eff. Area Method  
 Failure Stress (psi) 16205 
 Failure Pressure (psig) 484.79 
 For Design Factor 0.72 
 Maximum Safe Pressure (psig) 349.05 
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Case 2:  Laser Scan Data - Offset from Fracture Surface 

Plains Line 901 Semi-Elliptical Flaw Profile  
 API X65 - Joint 5930  
 Maximum Operating Pressure (psig) 1341 
 UTS (psi) 84000 
 YS (psi) 64800 
 FS (psi) 74800 
 E (ksi) 29500 
 nexp 0.098 
 Jc (lb/in) 12097 
 Thin-wall (OD) formula for hoop stress  
 Tmat 208.9 
 OD (in.) 24 
 Wall Thickness (in.) 0.359 
   
Summary of Results for Effective Area Method  
 Flaw: Start (in.) 4.076 
 Length (in.) 7.2 
 Area (in.^2) 2.026 
 Depth (in.) Maximum 0.318 
 Equivalent Flaw 0.358 
 For Design Factor 0.72 
 Design Pressure (psig) 1395.79 
 Failure Stress (psi) 25388 
 Failure Pressure (psig) 759.53 
 For Design Factor 0.72 
 Maximum Safe Pressure (psig) 546.86 
   
Summary of Results for 0.85dL Eff. Area Method  
 Failure Stress (psi) 23779 
 Failure Pressure (psig) 711.39 
 For Design Factor 0.72 
 Maximum Safe Pressure (psig) 512.2 
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Case 3:  Laser Scan Data - ½-Inch Grid (Average) 

Plains Line 901 Semi-Elliptical Flaw Profile  
 API X65 - Joint 5930  
 Maximum Operating Pressure (psig) 1341 
 UTS (psi) 84000 
 YS (psi) 64800 
 FS (psi) 74800 
 E (ksi) 29500 
 nexp 0.098 
 Jc (lb/in) 12097 
 Thin-wall (OD) formula for hoop stress  
 Tmat 208.9 
 OD (in.) 24 
 Wall Thickness (in.) 0.359 
   
Summary of Results for Effective Area Method  
 Flaw: Start (in.) 6 
 Length (in.) 7.5 
 Area (in.^2) 2.095 
 Depth (in.) Maximum 0.309 
 Equivalent Flaw 0.356 
 For Design Factor 0.72 
 Design Pressure (psig) 1395.79 
 Failure Stress (psi) 25516 
 Failure Pressure (psig) 763.35 
 For Design Factor 0.72 
 Maximum Safe Pressure (psig) 549.61 
   
Summary of Results for 0.85dL Eff. Area Method  
 Failure Stress (psi) 23715 
 Failure Pressure (psig) 709.46 
 For Design Factor 0.72 
 Maximum Safe Pressure (psig) 510.81 
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ABOUT DNV GL 
Driven by our purpose of safeguarding life, property, and the environment, DNV GL enables 
organizations to advance the safety and sustainability of their business.  We provide 
classification and technical assurance along with software and independent expert advisory 
services to the maritime, oil and gas, and energy industries.  We also provide certification 
services to customers across a wide range of industries.  Operating in more than 100 
countries, our 16,000 professionals are dedicated to helping our customers make the world 
safer, smarter, and greener. 


